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National Kidney and Transplant Institute 

East Avenue, Quezon City 1100 

Bids and Awards Committee 

981-0300 / 981-0400 local 1157 

http://www.nkti.gov.ph/ 

 

 
SUPPLEMENTAL BID BULLETIN NO. 22-017-1 

 
Bidding for the  

 

Supply and Delivery of Various Urology Medical Supplies (46 Items-Line 
Bidding)  

Bid Reference ITB No. 22-017 

 

This Supplemental Bid Bulletin No. 22-017-1 is being issued to inform all the 
prospective bidders on the following amendment: 

 
a. Section VII Technical Specification 

Please see attached Revised Technical Specification 
 

b. Section VIII Checklist of Technical and Financial Documents 
Please see attached Revised Checklist of Technical and Financial 
Documents 
 

c. Price Schedule  
Please see attached Revised Price Schedule 
 

d. Approved Budget Cost is hereby amended: 

 

From To 

Php 21,278,555.00 Php 20,086,815.00 
 
This Supplemental Bid Bulletin including Annexes, if any, shall form part of the Bid Documents.  Any 
provisions in the Bid Documents inconsistent herewith is hereby amended, modified and superseded 
accordingly.  
 
For guidance and information of all concerned. 
 
Issued this 12th day of November 2021 in Quezon City. 
 
 

(sgd.) ARNOLD JOSEPH M. FERNANDEZ, MD 
BAC, Chairman  
 
Received by: (PLS SIGN) ________________________________  
 
 
Bidder’s Name:        (PLS PRINT) _______________________________  
 
 
Date:                    ________________________________________ 



1 

 

 

 

 

 

 

 

 

 

 

 

 

Section VII.  

 

Revised Technical Specifications 
 

 

NKTI Reference No. IB 22-017 
 

 

 



2 

 

Technical Specifications 
 

Instruction: 

Bidders must state in the column provided either “Comply” or “Not Comply” against each of the 

individual parameters of each Specification stating the corresponding performance parameter of the 

equipment offered. Statements of “Comply” or “Not Comply” must be supported by evidence in a 

Bidders Bid and cross-referenced to that evidence.  Evidence shall be in the form of manufacturer’s un-

amended sales literature, unconditional statements of specification and compliance issued by the 

manufacturer, samples, independent test data etc., as appropriate. A statement that is not supported by 

evidence or is subsequently found to be contradicted by the evidence presented will render the Bid under 

evaluation liable for rejection.  A statement either in the Bidder's statement of compliance or the 

supporting evidence that is found to be false either during Bid evaluation, post-qualification or the 

execution of the Contract may be regarded as fraudulent and render the Bidder or supplier liable for 

prosecution subject to the applicable laws and issuances. 

Item 

No. 
Particulars Specification 

Statement of 

Compliance 

1 

Access Trocar, 
Laparoscopic, 
bladed cannula, 
5-12 mm  

Packaging: 
 - individually packaged with one transparent side and 

peel-away cover on the other side 
 - sterile 

 - lot number, expiry date  (at least 1 year from 

the date of delivery) 
Composition: 

Dimensions 
- bladed with cannula and sleeve 

 - 5-12mm internal diameter with retractable blade 
Features  

 - with insufflator port,  

 - with self adjusting internal seal  
FUNCTIONALITY: 

a) Durability - will last the duration of procedure, 
insufflation port (luer lock) able to withstand 

manipulation during procedure, trocar sleeve/sheath 

maintains rounded edge while used. 
b) Sealing port/cap - able to accommodate diameter 

related instrument without difficulty, while ensuring 
airtight seal on trocar. 

c) Visualization - provides optimal vision upon insertion 
of appropriate lens. 

d) Safety - retractable blade disengages as soon as 

"give" is achieved or applied pressure is removed/lost. 

 

2 

Access Trocar, 
Laparoscopic, 
bladed cannula, 
5mm  

Packaging: 

 - individually packaged with one transparent side and 

peel-away cover on the other side 
 - sterile 

 - lot number, expiry date  (at least 1 year from 
the date of delivery) 

Composition: 

Dimensions 
 - 5 mm internal diameter with retractable blade 
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Features  
 - bladed cannula and sleeve 

 - with insufflator port  

 - with self adjusting internal seal  
FUNCTIONALITY: 

a) Durability - will last the duration of procedure, 
insufflation port (luer lock) able to withstand 

manipulation during procedure, trocar sleeve/sheath 
maintains rounded edge while used. 

b) Sealing port/cap - able to accommodate diameter 

related instrument without difficulty, while ensuring 
airtight seal on trocar. 

c) Safety - retractable blade disengages as soon as 

"give" is achieved or applied pressure is removed/lost. 

3 

Access Trocar, 
Laparoscopic, 
blunt tip, 5-12mm 

Packaging: 

 - individually packaged with one transparent side and 
peel-away cover on the other side 

 - sterile 
 - lot number, expiry date  (at least 1 year from the 

date of delivery) 

Composition: 
Dimensions 

- blunt tip inner cannula and sleeve 
 - 5mm - 12mm diameter with blunt tip 

Features   

 - with insufflator port 
 - with self adjusting internal seal,  

FUNCTIONALITY: 
a) Durability - will last the duration of procedure, 

insufflation port (luer lock) able to withstand 
manipulation during procedure, trocar sleeve/sheath 

maintains rounded edge while used. 

b) Sealing port/cap - able to accommodate diameter 
related instrument without difficulty, while ensuring 

airtight seal on trocar. 
c)tip must be smooth without edges or protrusions 

from design 

 

4 

Amplatz Desilets-
Hoffman Ureteral 
Access with 
Introducer Sheath 

 Packaging: 
 - individually packaged with one transparent side and 

peel-away cover on the other side 

 - sterile 
 - lot number, expiry date  (at least 1 year from 

the date of delivery) 
 Composition: 

 -  PTFE (polytetrafluoroethylene) 
 Dimensions 

 - with 8 Fr. x 70cm Introducer 

 - 8 Fr. x 30cm Dilator 
 Features 

 - radiopaque 
FUNCTIONALITY: 

 a) Durability - able to last the duration of procedure, 

will not easily kink, bend. 
b) ease of use - atraumatic, with smooth insertion on 

fascia, as well as in exchange between wires and 
amplatz 
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c) Tapered end of catheter - will not easily/deform 
upon manipulation/contact with wires, surfaces with 

resistance. 

5 
Amplatz sheath 
opaque, Fr. 30 

 Packaging: 
 - individually packaged with one transparent side and 

peel-away cover on the other side 
 - sterile 

 - lot number, expiry date  (at least 1 year from the 

date of delivery) 
 Composition: 

 -  PTFE (polytetrafluoroethylene) 
 Dimensions   

- 22cm Radiopaque PTFE (Polytetrafluoroethylene) 

sheath, with inner sheath present 
FUNCTIONALITY: 

a) Durability -  able to last the duration of procedure, 
will not easily kink, bend. 

b) ease of use - atraumatic, with smooth insertion on 
fascia, as well as in exchange between wires and 

amplatz. 

 

6 
Amplatz Type 
Renal Dilator set  

 Packaging: 
 - individually packaged with one transparent side and 

peel-away cover on the other side 

 - sterile 
 - lot number, expiry date (at least 1 year from the 

date of delivery) 
 Composition: 

 -  PTFE (polytetrafluoroethylene) 
 Dimensions   

- 22cm Radiopaque PTFE (Polytetrafluoroethylene) 

sheath, with inner sheath present 
FUNCTIONALITY: 

a) Durability -  able to last the duration of procedure, 
will not easily kink, bend. 

b) ease of use - atraumatic, with smooth insertion on 

fascia, as well as in exchange between wires and 

amplatz. 

 

7 
Catheter Imager  
(Cobra tip)  

 Packaging: 

 - individually packaged with one transparent side and 
peel-away cover on the other side 

 - on sterile see-through, peel-away pouch. 
 - lot number, expiry date 

 (at least 1 year from the date of delivery) 
Composition: 

 - biocompatible elastomeric polymer reinforced with 

stainless steel braided wire 
Dimensions: 

 - 5 Fr. at least 65cm length,  
Features: 

 - single lumen, torqueable catheter 

 - luer lock hub attached at the proximal end, 
FUNCTIONALITY: 

a) Durability - able to last the duration pf procedure, 
will not easily kink, bend. 
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b) Ease of Use - atraumatic, with smooth insertion on 
tract, as well as in exchange between wires, no 

unexpected resistance upon injection of dye or other 

fluids. 
c) Tapered End of Catheter - will not easily 

tear/deform upon manipulation/contact with wires, 

surfaces with resistance. 

8 

Catheter, 2 Way  
FR. 6- Pure 
Silicone 

 Packaging 
 - sterile 
 - individually packaged 
 - with see-through packaging 
 - with lot number, expiry date (at least 1 year from the date 
of delivery) 
Dimensions  
 - 2.0mm Outer Diameter x 31cm length 
 - balloon capacity 3-3.5ml  
Features 
 - medical grade silicone 
 - needleless inflating and deflating port, 
 - color coded for each size, 
 - with radiopaque indicator 
 - Fr. 6,8,10 with disposable stylet 
FUNCTIONALITY: 
a) Visualization - should be transparent for visual inspection and 
fluid observation. 
b) Balloon Inflation and Deflation - should have no unexpected 
resistance upon inflation and deflation of fluid, no leaks observe 
in any part of the inflation and deflation system, as well as 
during increment or decrement of fluid inside balloon. 
c) Balloon - smooth, equally distributed inflation and deflation of 
balloon, radiopaque when filled with dye, resistant to rupture 
upon inflation to recommended volume as well during prescribed 
period of use, resistant to distortion and untoward detachment 
upon inflation to bladder/cavity. 
d) Catheter shaft - tip should be atraumatic, smooth, firm but 
flexible. whole shaft must be smooth, can last for at least two 
(2) weeks without change in quality of the material, resistant to 
kinks, able to accommodate wire or guide for difficult insertion 
smoothly, no difficulty and leaks observed upon insertion of 
drainage bag, allow continuous and free-flow of urine, no fast 
encrustation of the catheter lumen through material used 

 

9 

Catheter, Foley 2 
Way Fr. 8 - 
Silicone coated 

 Packaging 
 - sterile 
 - individually packaged 
 - with see-through packaging 
 - with lot number, expiry date (at least 1 year from the 
date of delivery) 
Dimensions  
 - 2.7mm Outer Diameter  
 - balloon capacity 3-3.5ml 
Features 
 - silicone-elastomer coated latex 
 - needleless inflating and deflating port, 
 - color coded for each size,  
 - individually packed in see-through packaging 
 - Fr. 8, 10 with disposable stylet 
Functionality: 
a) Balloon Inflation and Deflation - should have no unexpected 
resistance upon inflation and deflation of fluid, no leaks observed 
in any part of the inflation and deflation system, as well as 
during increment of decrement of fluid inside the balloon. 
b) Balloon - smooth, equally distributed inflation and deflation of 
balloon, radiopaque when filled with dye, resistant to rupture 
upon inflation to recommended volume as well as during 
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prescribed period of use, resistant to distortion and untoward 
detachment upon inflation to bladder/cavity. 
c) Catheter Shaft - tip should be atraumatic, smooth, firm but 
flexible. whole shaft must be smooth, can last for at least two 
(2) weeks without change in quality of the material, resistant to 
kinks, able to accommodate wire or guide for difficult insertions 
smoothly, no difficulty and leaks observed upon insertion of 
drainage bag, allow continuous and free-flow of urine, no fast 
encrustation of the catheter lumen through material used 

10 

Catheter, Foley 2 
Way Fr. 10 - 
Silicone coated 

 Packaging 
 - sterile 
 - individually packaged 
 - with see-through packaging 
 - with lot number, expiry date (at least 1 year from the 
date of delivery) 
Dimensions  
 - 3.3mm Outer Diameter  
 - balloon capacity 3-3.5ml 
Features 
 - silicone-elastomer coated latex 
 - needleless inflating and deflating port, 
 - color coded for each size,  
 - individually packed in see-through packaging 
 - Fr. 8, 10 with disposable stylet 
Functionality: 
a) Balloon Inflation and Deflation - should have no unexpected 
resistance upon inflation and deflation of fluid, no leaks observed 
in any part of the inflation and deflation system, as well as 
during increment of decrement of fluid inside the balloon. 
b) Balloon - smooth, equally distributed inflation and deflation of 
balloon, radiopaque when filled with dye, resistant to rupture 
upon inflation to recommended volume as well as during 
prescribed period of use, resistant to distortion and untoward 
detachment upon inflation to bladder/cavity. 
c) Catheter Shaft - tip should be atraumatic, smooth, firm but 
flexible. whole shaft must be smooth, can last for at least two 
(2) weeks without change in quality of the material, resistant to 
kinks, able to accommodate wire or guide for difficult insertions 
smoothly, no difficulty and leaks observed upon insertion of 
drainage bag, allow continuous and free-flow of urine, no fast 
encrustation of the catheter lumen through material used 

 

11 

Catheter, Foley 2 
Way Fr. 12 - 
Silicone coated 

 Packaging 
 - sterile 
 - individually packaged 
 - with see-through packaging 
 - with lot number, expiry date (at least 1 year from the 
date of delivery) 
 Dimensions 
 - 4.0mm Outer Diameter 
 -  balloon capacity 5-10ml 
Features  
- silicone-elastomer coated latex 
 - needleless inflating and deflating port, 
 - color coded for each size 
Functionality: 
a) Balloon Inflation and Deflation - should have no unexpected 
resistance upon inflation and deflation of fluid, no leaks observed 
in any part of the inflation and deflation system, as well as 
during increment of decrement of fluid inside the balloon. 
b) Balloon - smooth, equally distributed inflation and deflation of 
balloon, radiopaque when filled with dye, resistant to rupture 
upon inflation to recommended volume as well as during 
prescribed period of use, resistant to distortion and untoward 
detachment upon inflation to bladder/cavity. 
c) Catheter Shaft - tip should be atraumatic, smooth, firm but 
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flexible. whole shaft must be smooth, can last for at least two 
(2) weeks without change in quality of the material, resistant to 
kinks, able to accommodate wire or guide for difficult insertions 
smoothly, no difficulty and leaks observed upon insertion of 
drainage bag, allow continuous and free-flow of urine, no fast 
encrustation of the catheter lumen through material used 

12 

Catheter, Foley 2 
Way Fr. 14 - 
Silicone coated 

 Packaging 
 - sterile 
 - individually packaged 
 - with see-through packaging 
 - with lot number, expiry date (at least 1 year from the 
date of delivery) 
 Dimensions 
 - 4.7mm Outer Diameter 
 -  balloon capacity 5-10ml 
Features  
- silicone-elastomer coated latex 
 - needleless inflating and deflating port, 
 - color coded for each size 
Functionality: 
a) Balloon Inflation and Deflation - should have no unexpected 
resistance upon inflation and deflation of fluid, no leaks observed 
in any part of the inflation and deflation system, as well as 
during increment of decrement of fluid inside the balloon. 
b) Balloon - smooth, equally distributed inflation and deflation of 
balloon, radiopaque when filled with dye, resistant to rupture 
upon inflation to recommended volume as well as during 
prescribed period of use, resistant to distortion and untoward 
detachment upon inflation to bladder/cavity. 
c) Catheter Shaft - tip should be atraumatic, smooth, firm but 
flexible. whole shaft must be smooth, can last for at least two 
(2) weeks without change in quality of the material, resistant to 
kinks, able to accommodate wire or guide for difficult insertions 
smoothly, no difficulty and leaks observed upon insertion of 
drainage bag, allow continuous and free-flow of urine, no fast 
encrustation of the catheter lumen through material used 

 

13 

Catheter, 2 Way  
FR. 16- Pure 
Silicone 

 Packaging 
 - sterile 
 - individually packaged 
 - with see-through packaging 
 - with lot number, expiry date (at least 1 year from the 
date of delivery) 
Dimensions  
 - 5.3mm Outer Diameter x 41cm length 
Features 
 - medical grade silicone 
 - needleless inflating and deflating port, 
 - color coded for each size, 
 - with radiopaque indicator 
FUNCTIONALITY: 
a) Visualization - should be transparent for visual inspection and 
fluid observation. 
b) Balloon Inflation and Deflation - should have no unexpected 
resistance upon inflation and deflation of fluid, no leaks observe 
in any part of the inflation and deflation system, as well as 
during increment or decrement of fluid inside balloon. 
c) Balloon - smooth, equally distributed inflation and deflation of 
balloon, radiopaque when filled with dye, resistant to rupture 
upon inflation to recommended volume as well during prescribed 
period of use, resistant to distortion and untoward detachment 
upon inflation to bladder/cavity. 
d) Catheter shaft - tip should be atraumatic, smooth, firm but 
flexible. whole shaft must be smooth, can last for at least two 
(2) weeks without change in quality of the material, resistant to 
kinks, able to accommodate wire or guide for difficult insertion 
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smoothly, no difficulty and leaks observed upon insertion of 
drainage bag, allow continuous and free-flow of urine, no fast 
encrustation of the catheter lumen through material used 

14 

Catheter, 2 Way  
FR. 18- Pure 
Silicone 

 Packaging 
 - sterile 
 - individually packaged 
 - with see-through packaging 
 - with lot number, expiry date (at least 1 year from the 
date of delivery) 
Dimensions  
  - 6.0mm Outer Diameter x 41 cm length 
 -  balloon capacity 5-15ml 
Features 
 - medical grade silicone 
 - needleless inflating and deflating port, 
 - color coded for each size, 
 - with radiopaque indicator 
FUNCTIONALITY: 
a) Visualization - should be transparent for visual inspection and 
fluid observation. 
b) Balloon Inflation and Deflation - should have no unexpected 
resistance upon inflation and deflation of fluid, no leaks observe 
in any part of the inflation and deflation system, as well as 
during increment or decrement of fluid inside balloon. 
c) Balloon - smooth, equally distributed inflation and deflation of 
balloon, radiopaque when filled with dye, resistant to rupture 
upon inflation to recommended volume as well during prescribed 
period of use, resistant to distortion and untoward detachment 
upon inflation to bladder/cavity. 
d) Catheter shaft - tip should be atraumatic, smooth, firm but 
flexible. whole shaft must be smooth, can last for at least two 
(2) weeks without change in quality of the material, resistant to 
kinks, able to accommodate wire or guide for difficult insertion 
smoothly, no difficulty and leaks observed upon insertion of 
drainage bag, allow continuous and free-flow of urine, no fast 
encrustation of the catheter lumen through material used 

 

15 

Catheter, 2 Way  
FR. 22- Pure 
Silicone 

 Packaging 
 - sterile 
 - individually packaged 
 - with see-through packaging 
 - with lot number, expiry date (at least 1 year from the 
date of delivery) 
Dimensions   
 - 7.3mm Outer Diameter x 41cm length, 
Features  
 - medical grade silicone 
 - needleless inflating and deflating port, 
 - color coated for each size,  
 - with radiopaque indicator  
FUNCTIONALITY: 
a) Visualization - should be transparent for visual inspection and 
fluid observation. 
b) Balloon Inflation and Deflation - should have no unexpected 
resistance upon inflation and deflation of fluid, no leaks observe 
in any part of the inflation and deflation system, as well as 
during increment or decrement of fluid inside balloon. 
c) Balloon - smooth, equally distributed inflation and deflation of 
balloon, radiopaque when filled with dye, resistant to rupture 
upon inflation to recommended volume as well during prescribed 
period of use, resistant to distortion and untoward detachment 
upon inflation to bladder/cavity. 
d) Catheter shaft - tip should be atraumatic, smooth, firm but 
flexible. whole shaft must be smooth, can last for at least two 
(2) weeks without change in quality of the material, resistant to 
kinks, able to accommodate wire or guide for difficult insertion 
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smoothly, no difficulty and leaks observed upon insertion of 
drainage bag, allow continuous and free-flow of urine, no fast 
encrustation of the catheter lumen through material used 

16 

Catheter, 2 Way  
FR. 24-Pure 
Silicone 

 Packaging 
 - sterile 
 - individually packaged 
 - with see-through packaging 
 - with lot number, expiry date (at least 1 year from the 
date of delivery) 
Dimensions   
 - 8.0 mm outer Diameter x 41cm length, 
Features  
 - medical grade silicone 
 - needleless inflating and deflating port, 
 - color coated for each size,  
 - with radiopaque indicator  
FUNCTIONALITY: 
 a) Visualization - should be transparent for visual inspection and 
fluid observation. 
b) Balloon Inflation and Deflation - should have no unexpected 
resistance upon inflation and deflation of fluid, no leaks observe 
in any part of the inflation and deflation system, as well as 
during increment or decrement of fluid inside balloon. 
c) Balloon - smooth, equally distributed inflation and deflation of 
balloon, radiopaque when filled with dye, resistant to rupture 
upon inflation to recommended volume as well during prescribed 
period of use, resistant to distortion and untoward detachment 
upon inflation to bladder/cavity. 
d) Catheter shaft - tip should be atraumatic, smooth, firm but 
flexible. whole shaft must be smooth, can last for at least two 
(2) weeks without change in quality of the material, resistant to 
kinks, able to accommodate wire or guide for difficult insertion 
smoothly, no difficulty and leaks observed upon insertion of 
drainage bag, allow continuous and free-flow of urine, no fast 
encrustation of the catheter lumen through material used 

 

17 

Catheter, Foley 2 
Way Fr. 16 - 
Silicone coated 

 Packaging 
 - sterile 
 - individually packaged 
 - with see-through packaging 
 - with lot number, expiry date (at least 1 year from the 
date of delivery) 
 Dimensions 
 - 5.3mm Outer Diameter 
 -  balloon capacity 5 -30ml 
Features  
 - silicone-elastomer coated latex 
 - needleless inflating and deflating port, 
 - color coded for each size 
Functionality: 
a) Balloon Inflation and Deflation - should have no unexpected 
resistance upon inflation and deflation of fluid, no leaks observed 
in any part of the inflation and deflation system, as well as 
during increment of decrement of fluid inside the balloon. 
b) Balloon - smooth, equally distributed inflation and deflation of 
balloon, radiopaque when filled with dye, resistant to rupture 
upon inflation to recommended volume as well as during 
prescribed period of use, resistant to distortion and untoward 
detachment upon inflation to bladder/cavity. 
c) Catheter Shaft - tip should be atraumatic, smooth, firm but 
flexible. whole shaft must be smooth, can last for at least two 
(2) weeks without change in quality of the material, resistant to 
kinks, able to accommodate wire or guide for difficult insertions 
smoothly, no difficulty and leaks observed upon insertion of 
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drainage bag, allow continuous and free-flow of urine, no fast 
encrustation of the catheter lumen through material used. 

18 

Catheter, Foley 2 
Way Fr. 18 - 
Silicone coated 

 Packaging 
 - sterile 
 - individually packaged 
 - with see-through packaging 
 - with lot number, expiry date (at least 1 year from the 
date of delivery) 
 Dimensions 
 - 6.0mm Outer Diameter 
 -  balloon capacity 5-15ml 
Features  
 - silicone-elastomer coated latex 
 - needleless inflating and deflating port, 
 - color coded for each size,  
FUNCTIONALITY: 
 a) Balloon Inflation and Deflation - should have no unexpected 
resistance upon inflation and deflation of fluid, no leaks observed 
in any part of the inflation and deflation system, as well as 
during increment of decrement of fluid inside the balloon. 
b) Balloon - smooth, equally distributed inflation and deflation of 
balloon, radiopaque when filled with dye, resistant to rupture 
upon inflation to recommended volume as well as during 
prescribed period of use, resistant to distortion and untoward 
detachment upon inflation to bladder/cavity. 
c) Catheter Shaft - tip should be atraumatic, smooth, firm but 
flexible. whole shaft must be smooth, can last for at least two 
(2) weeks without change in quality of the material, resistant to 
kinks, able to accommodate wire or guide for difficult insertions 
smoothly, no difficulty and leaks observed upon insertion of 
drainage bag, allow continuous and free-flow of urine, no fast 
encrustation of the catheter lumen through material used 

 

19 

Catheter, Foley 2 
Way Fr. 20 - 
Silicone coated 

 Packaging 
 - sterile 
 - individually packaged 
 - with see-through packaging 
 - with lot number, expiry date (at least 1 year from the 
date of delivery) 
 Dimensions 
 - 6.7mm Outer Diameter 
 -  balloon capacity 5-15ml 
Features  
 - silicone-elastomer coated latex 
 - needleless inflating and deflating port, 
 - color coded for each size,  
FUNCTIONALITY: 
a) Balloon Inflation and Deflation - should have no unexpected 
resistance upon inflation and deflation of fluid, no leaks observed 
in any part of the inflation and deflation system, as well as 
during increment of decrement of fluid inside the balloon. 
b) Balloon - smooth, equally distributed inflation and deflation of 
balloon, radiopaque when filled with dye, resistant to rupture 
upon inflation to recommended volume as well as during 
prescribed period of use, resistant to distortion and untoward 
detachment upon inflation to bladder/cavity. 
c) Catheter Shaft - tip should be atraumatic, smooth, firm but 
flexible. whole shaft must be smooth, can last for at least two 
(2) weeks without change in quality of the material, resistant to 
kinks, able to accommodate wire or guide for difficult insertions 
smoothly, no difficulty and leaks observed upon insertion of 
drainage bag, allow continuous and free-flow of urine, no fast 
encrustation of the catheter lumen through material used. 
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20 

Catheter, Foley 2 
Way Fr. 22 - 
Silicone coated 

 Packaging 
 - sterile 
 - individually packaged 
 - with see-through packaging 
 - with lot number, expiry date (at least 1 year from the 
date of delivery) 
 Dimensions 
 - 7.3mm Outer Diameter 
 - balloon capacity 10-20ml 
Features  
 - silicone-elastomer coated latex 
 - needleless inflating and deflating port, 
 - color coded for each size,  
FUNCTIONALITY: 
a) Balloon Inflation and Deflation - should have no unexpected 
resistance upon inflation and deflation of fluid, no leaks observed 
in any part of the inflation and deflation system, as well as 
during increment of decrement of fluid inside the balloon. 
b) Balloon - smooth, equally distributed inflation and deflation of 
balloon, radiopaque when filled with dye, resistant to rupture 
upon inflation to recommended volume as well as during 
prescribed period of use, resistant to distortion and untoward 
detachment upon inflation to bladder/cavity. 
c) Catheter Shaft - tip should be atraumatic, smooth, firm but 
flexible. whole shaft must be smooth, can last for at least two 
(2) weeks without change in quality of the material, resistant to 
kinks, able to accommodate wire or guide for difficult insertions 
smoothly, no difficulty and leaks observed upon insertion of 
drainage bag, allow continuous and free-flow of urine, no fast 
encrustation of the catheter lumen through material used. 

 

21 

Catheter, Foley 3 
Way Fr. 20 - 
Silicone coated 

 Packaging 
 - sterile 
 - individually packaged 
 - with see-through packaging 
 - with lot number, expiry date (at least 1 year from the 
date of delivery) 
 Dimensions 
 - 6.7mm Outer Diameter 
 -  balloon capacity 10 - 20ml 
Features  
 - silicone-elastomer coated latex 
 - needleless inflating and deflating port, 
 - color coded for each size 
Functionality: 
a) Balloon Inflation and Deflation - should have no unexpected 
resistance upon inflation and deflation of fluid, no leaks observed 
in any part of the inflation and deflation system, as well as 
during increment of decrement of fluid inside the balloon. 
b) Balloon - smooth, equally distributed inflation and deflation of 
balloon, radiopaque when filled with dye, resistant to rupture 
upon inflation to recommended volume as well as during 
prescribed period of use, resistant to distortion and untoward 
detachment upon inflation to bladder/cavity. 
c) Catheter Shaft - tip should be atraumatic, smooth, firm but 
flexible. whole shaft must be smooth, can last for at least two 
(2) weeks without change in quality of the material, resistant to 
kinks, able to accommodate wire or guide for difficult insertions 
smoothly, no difficulty and leaks observed upon insertion of 
drainage bag, allow continuous and free-flow of urine, no fast 
encrustation of the catheter lumen through material used. 
d) Clysis Port - allow continuous and free-flow of fluids in and 
out of the port. 
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22 

Catheter, Foley 3 
Way Fr. 22 - 
Silicone coated 

 Packaging 
 - sterile 
 - individually packaged 
 - with see-through packaging 
 - with lot number, expiry date (at least 1 year from the 
date of delivery) 
 Dimensions 
 - 7.3mm Outer Diameter 
 -  balloon capacity 30 ml 
Features  
 - silicone-elastomer coated latex 
 - needleless inflating and deflating port, 
 - color coded for each size 
Functionality: 
a) Balloon Inflation and Deflation - should have no unexpected 
resistance upon inflation and deflation of fluid, no leaks observed 
in any part of the inflation and deflation system, as well as 
during increment of decrement of fluid inside the balloon. 
b) Balloon - smooth, equally distributed inflation and deflation of 
balloon, radiopaque when filled with dye, resistant to rupture 
upon inflation to recommended volume as well as during 
prescribed period of use, resistant to distortion and untoward 
detachment upon inflation to bladder/cavity. 
c) Catheter Shaft - tip should be atraumatic, smooth, firm but 
flexible. whole shaft must be smooth, can last for at least two 
(2) weeks without change in quality of the material, resistant to 
kinks, able to accommodate wire or guide for difficult insertions 
smoothly, no difficulty and leaks observed upon insertion of 
drainage bag, allow continuous and free-flow of urine, no fast 
encrustation of the catheter lumen through material used. 
d) Clysis Port - allow continuous and free-flow of fluids in and 
out of the port. 

 

23 

Catheter, Foley 3 
Way Fr. 24 - 
Silicone coated 

 Packaging 
 - sterile 
 - individually packaged 
 - with see-through packaging 
 - with lot number, expiry date (at least 1 year from the 
date of delivery) 
 Dimensions 
 - 8.0mm Outer Diameter 
 -  balloon capacity 30 ml 
Features  
 - silicone-elastomer coated latex 
 - needleless inflating and deflating port, 
 - color coded for each size 
Functionality: 
a) Balloon Inflation and Deflation - should have no unexpected 
resistance upon inflation and deflation of fluid, no leaks observed 
in any part of the inflation and deflation system, as well as 
during increment of decrement of fluid inside the balloon. 
b) Balloon - smooth, equally distributed inflation and deflation of 
balloon, radiopaque when filled with dye, resistant to rupture 
upon inflation to recommended volume as well as during 
prescribed period of use, resistant to distortion and untoward 
detachment upon inflation to bladder/cavity. 
c) Catheter Shaft - tip should be atraumatic, smooth, firm but 
flexible. whole shaft must be smooth, can last for at least two 
(2) weeks without change in quality of the material, resistant to 
kinks, able to accommodate wire or guide for difficult insertions 
smoothly, no difficulty and leaks observed upon insertion of 
drainage bag, allow continuous and free-flow of urine, no fast 
encrustation of the catheter lumen through material used. 
d) Clysis Port - allow continuous and free-flow of fluids in and 
out of the port. 
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24 

Catheter, 
Percutaneous 
Nephrostomy  Fr. 
10-10.5 

Packaging 
 - Sterile 

 - Individually packaged 

 - in see-through, peel-away pouch, set includes the 
following;  

Composition 
 - Chiba access needle  

 - Trocar access needle 
 - Fixed core J wire guide 0.038 inches x 150 cm  

 - Dilators (3) Fr. 6, 8, 10  

 - Percutaneous nephrostomy drainage  pigtail catheter 
Fr. 10-10.5, with large drainage holes, radiopaque 

shaft, hydrophillic coating, with graduation, markings 
 - Connecting tube/adaptor from pigtail catheter to 

urine drainage bag 

 - One-way stopcock  
 - Fixation device 

FUNCTIONALITY: 
a) Durability - should last duration of procedure and 

period of recommended usage, no untoward kinks, 
breakage of catheter noted 

b) Catheter shaft - tip should be atraumatic, smooth, 

firm but flexible, whole shaft must be smooth, resistant 
to kinks, able to accommodate wire or guide for 

difficult insertions smoothly, no difficulty and leaks 

observe upon insertion of drainage bag 

 

25 

Catheter, 
Percutaneous 
Nephrostomy  Fr. 
12  

Packaging 

 - Sterile 
 - Individually packaged 

 - in see-through, peel-away pouch, set includes the 
following;  

Composition 

 - Chiba access needle  
 - Trocar access needle 

 - Fixed core J wire guide 0.038 inches x 150 cm  
 - Dilators (3) Fr. 6, 8, 10  

 - Percutaneous nephrostomy drainage  pigtail catheter 

Fr. 12, with large drainage holes, radiopaque shaft, 
hydrophillic coating, with graduation, markings 

 - Connecting tube/adaptor from pigtail catheter to 
urine drainage bag 

 - One-way stopcock  

 - Fixation device 
FUNCTIONALITY: 

a) Durability - should last duration of procedure and 
period of recommended usage, no untoward kinks, 

breakage of catheter noted 
b) Catheter shaft - tip should be atraumatic, smooth, 

firm but flexible, whole shaft must be smooth, resistant 

to kinks, able to accommodate wire or guide for 
difficult insertions smoothly, no difficulty and leaks 

observe upon insertion of drainage bag 

 

26 
Catheter, 
Suprapubic Fr. 16 

Packaging 
 - Sterile 
 - see-through 
 - peel-away pouch 
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 - individually packaged 
 - with lot number, expiry date (at least 1 year from the 
date of delivery)  
Composition 
 - fascial dilator   
 - pointed trocar 
 - peel-away access sheath with guidewire 
 - disposable surgical stainless steel blade# 11 with holder 
 - catheter, Fr. 16, pure silicone with needleless inflating and 
deflating port, 
 - color coded for size 
 Functionality 
a) Durability - should last duration of procedure and period 
of recommended usage, no untoward kinks, breakage of 
catheter noted 
b) Balloon inflation and deflation -  should  have no 
unexpected resistance upon inflation and deflation of fluid, 
no leaks observed in any part of the inflation and deflation 
system, as well as during increment or decrement of fluid 
inside the balloon. 
c) Balloon - smooth, equally distributed inflation and 
deflation, radiopaque when filled with dye, resistant to 
rupture upon inflation to recommended volume as well as 
during prescribed period of use, resistant to distortion and 
untoward detachment upon inflation to bladder/cavity 
d) Catheter Shaft - tip  should be atraumatic  smooth, firm 
but flexible, whole shaft must be smooth, resistant to kinks, 
crusts, able to accommodate wire or guide for difficult 
insertions smoothly, no difficulty and leaks observed upon 
insertion of drainage bag. 

27 
Catheter, Ureteral 
Open tip Fr. 5 

Packaging 
 - Sterile 

 - see-through 
 - peel-away pouch 

 - individually packaged 

 - with lot number  
Composition  

 - Polyurethane ureteral catheter 
Dimensions 

 -  Fr. 5 

 - 69-70cm length,  
Features 

 - radiopaque 
 - graduations in cm 

 - includes luer lock adaptor  

 - with at least two side holes at distal tip 
 Functionality:  

a) Durability - will last duration of procedure, usage 
b) Ease of use - smooth passage through lumen, 

flexible without resulting to kinks, allows for passage of 
wires or fluids without untoward resistance 

c) Identification – Color-coded distal end for ureteral 

identification; Red-right, Blue left. 
d) Luer Lock Adaptor - can be secured on distal end of 

catheter tip, without resulting to inadvertent 
detachment, hence causing unsterility 

e)Safety - atraumatic 
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28 
Catheter Access, 
Ureteral Open tip, 
Dual Lumen Fr.10 

Packaging 
 - Sterile 

 - see-through 

 - peel-away pouch 
 - individually packaged 

 - with lot number  
Composition  

 - Polyurethane ureteral catheter 
Dimensions 

 - at least 50cm 

Features 
 - open tip,  

 - radiopaque 
 - luer lock adaptor on both proximal tips 

 Functionality:  

a) Durability - will last duration of procedure, usage 
b) Ease of use - smooth passage through lumen, 

flexible without resulting to kinks, allows for passage of 
wires or fluids without untoward resistance 

c) Identification – Color-coded distal end for ureteral 
identification; Red-right, Blue left. 

d) Luer Lock Adaptor - can be secured on distal end of 

catheter tip, without resulting to inadvertent 
detachment, hence causing unsterility 

e)Safety - atraumatic 

 

29 

Catheter, Ureteral 
Balloon dilatation   
Fr. 18 x 6 
diameter 
(uninflated) 

Packaging 
 - sterile 

 - individually packaged components 
 - peel - away packaging 

 - with lot number 
Dimensions  

- at least 6 cm total inflated balloon length; F 18 

diameter  
Features  

 - latex free  
 - with radiopaque marker 

 - inflation device with pressure gauge 

 - quick locking mechanism 
Functionality: 

a) Durability - will last duration of procedure/use, 
abrasion and puncture resistant. 

b) Ease of use - smooth passage through lumen, 

flexible without resulting to kinks, allows for passage of 
wires or fluids without untoward resistance. 

c) Balloon - allows tightly wrapped insertion profile and 

low deflation profile. 

 

30 

Cautery Plate, 
infant,  
2.72 - 13.6 
kilogram. body 
weight 

Packaging 

- Usage: Single use 
- Sterility: Non sterile 

- Presentation: Individually packaged in foil 
- Label: Lot number, expiry date  (at least 1 year 

from the date of delivery)  

Composition:  
Hydrogel with foam backing 

Features 
 - Latex-free 
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 - Pre-corded type 
 - Fluid resistant 

 - Split type/Split pad/dual conductor pad type for 

REM(return Electrode Monitoring) or its equivalent 
 Functionality 

a)Durability:  Cord must not detach from pad at any 
time during manipulation or use 

                   Pad must not tear on any part at any 
time during manipulation or use  

b)Ease of use:  must provide strong adhesion, must 

not loosen or easily detach once applied to skin surface 
                      must provide gentle removal after use 

c)Safety: must provide adhesive borders to stop fluids 
from penetrating the pad border 

               must be able to fill patient skin irregularities 

and minimize contact voids to improve the electrical 
conduction area 

d)Interoperability: interoperable with existing 
machines/generators 

                           with 2 prong plug fits most major 

brands of cautery machines/generators 

31 
Clip, Polymer 
Ligation System, 
Extra Large 

Packaging 

- Usage: Single use 
- Sterility: Sterile 

- Presentation: individually packaged, in see through, 

peel-away container 
- Label: Lot number, expiry date (at least 1 year 

from the date of delivery)  
Dimensions 

 - Extra Large 
Features 

 - Non-Absorbable polymer 

 - color coded loading tray/clip holder, with lock 
 Functionality: 

a)Clip - must be inert, nonconductive, radiolucent and 
does not interfere with CT, MRI, or X-ray diagnostics 

b)Lock - Locking mechanism provides tactile feedback 

and secure closure 
c)Hinge - provides flexibility and resistance prior to 

engaging the lock  
d) Loading tray/clip holder - must not cause impedance 

when engaging with applier, can be secured to drape 

or table 
 -  ( free use of 1 functional clip-specific 

laparoscopic/endoscopic appliers for every 200 clips) 

 

32 
Clip, Polymer 
Ligation System, 
Large  

Packaging 

- Usage: Single use 

- Sterility: Sterile 
- Presentation: individually packaged, in see through, 

peel-away container 
- Label: Lot number, expiry date (at least 1 year 

from the date of delivery)  

Dimensions 
 - Large 

Features 
 - Non-Absorbable polymer 
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 - color coded loading tray/clip holder, with lock 
 Functionality: 

a)Clip - must be inert, nonconductive, radiolucent and 

does not interfere with CT, MRI,or X-ray diagnostics 
b)Lock - Locking mechanism provides tactile feedback 

and secure closure 
c)Hinge - provides flexibility and resistance prior to 

engaging the lock  
d) Loading tray/clip holder - must not cause impedance 

when engaging with applier, can be secured to drape 

or table 
 -  ( free use of 1 functional clip-specific 

laparoscopic/endoscopic appliers for every 200 

clips) 

33 DELETED   

34 
Double J Stent 6 
x 24 

Packaging  
 - Sterile 
 - individually packaged 
 - in see through, peel-away container 
 -  with stickers for documentation 
- Label: Lot number, expiry date (at least 1 year from the 
date of delivery)  
Composition 
Ureteral Stent Material: thermoplastic copolymer composed 
of any of the following; Silicone/Polyurethane/Percuflex  
Stent Configuration/Coil Type:  double pigtail 
Stent Set composed of the following: 
1 - straight tip, hydrophilic, standard taper guidewire 
0.035"- 0.038" x 145 - 150 cm, sterile 
1 - push catheter with radiopaque band, sterile 

1 - open end Stent Fr 6,  Polyurethane ureteral catheter, 
central opening  radiopaque, with graduations in cm, with 
luer lock enclosed 
1 - Stent clamp, sterile 
Features 
 - latex-free 
 - good for 1 year indwelling time 
Functionality: 
a)Durability - will last duration of procedure, recommended 
usage without breakage, deformity, accordion effect 
b)Ease of use - smooth passage through lumen, firm but 
flexible, without resulting to kinks, allows for passage of 
wires or fluids without untoward resistance 
c)Identification - radiopaque stent, with graduations in cm 
d)Coil Retention - pigtails retain shape after manipulation, 
prevents spontaneous upward or downward migration of 
stents after placement, wire insertion 

e)Indwelling Time - must provide valid certification from 
principal that stent is good for 1 year once used. 

 

35 
Drain, Penrose 
1/4" 

Packaging  

 - Sterile 
 - individually packaged 

 - in see through, peel-away container 
Composition 

 Sterile, individually packaged, in see through, peel-

away pouch 
Material: Latex 

Diameter Inches: 0.25 in 
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Length Inches: 18 in 
Functionality: 

a)Durability - will last duration of procedure, 

recommended usage without breakage. Uniform wall 
thickness over entire length 

b)Identification - radiopaque 

c)Structure - low memory effect 

36 
Drain, Penrose 
1/2" 

Packaging  

 - Sterile 
 - individually packaged 

 - in see through, peel-away container 
Composition 

Material: Latex 

Diameter Inches: 0.50 in 
Length Inches: 18 in 

Functionality: 
a)Durability - will last duration of procedure, 

recommended usage without breakage. Uniform wall 
thickness over entire length 

b)Identification -radiopaque 

c)Structure - low memory effect 

 

37 Drain, Penrose 1" 

Packaging  

 - Sterile 

 - individually packaged 
 - in see through, peel-away container 

Composition 
Material: Latex 

Diameter Inches: 0.50 in 
Length Inches: 18 in 

Functionality: 

a)Durability - will last duration of procedure, 
recommended usage without breakage. Uniform wall 

thickness over entire length 
b)Identification -radiopaque 

c)Structure - low memory effect 

 

38 
Guidewire, 
Angled tip 

 Packaging 
 - sterile 

 - see-through peel-away packaging 

 - with lot number, expiry date (at least 1 year from 
the date of delivery)  

Features 
 - Flexible Guidewire 

 Dimensions:  - 0.038" x 145-150cm length,  
 Core material: super elastic nitinol 

 Coating Type: PTFE coating 

 Tip: angled tip, 3mm angled tip 
Functionality: 

a)Durability - kink resistant, peel resistant 
b)Ease of Use - allows smooth passage and exchange 

between catheters, cannula, and tissue  

c)Identification - radiopaque 

 

39 Guidewire, 
Sensor - type 

 Packaging 

 - sterile 
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5cm floppy tip 
hydrophillic 
coated, 0.038mm 
x 150cm 

 - see-through peel-away packaging 
 - with lot number, expiry date (at least 1 year from 

the date of delivery)  

Features 
 - Flexible Guidewire 

 Dimensions:  -0.038" x 145-150cm length,  
 Core material: nitinol core, stainless steel 

 Coating Type: PTFE coating 
 Tip: hydrophilic, 3cm 

Functionality: 

a)Durability - kink resistant, peel resistant 
b)Ease of Use - allows smooth passage and exchange 

between catheters, cannula, and tissue  

c)Identification - radiopaque 

40 
Guidewire, 
straight-tip  

 Packaging 

 - sterile 
 - see-through peel-away packaging 

 - with lot number, expiry date (at least 1 year from 
the date of delivery)  

Features 

 - Core material: nitinol core 
 - Coating Type: PTFE coating, blue and white strip 

 Dimensions:  
 - 0.038" x 150cm length,  

 - Tip: platinum distal tip, straight tip, 3cm 

Functionality: 
a)Durability - kink resistant, peel resistant 

b)Ease of Use - allows smooth passage and exchange 
between catheters, cannula, and tissue  

c)Identification - radiopaque 

 

41 
Guidewire, Ultra 
stiff 

Packaging 
 - sterile 

 - see-through peel-away packaging 
 - with lot number, expiry date (at least 1 year from 

the date of delivery)  

Features 
 - Flexible Guidewire 

 Dimensions:  - 0.038" x 140-150cm length,  
 Core material: stainless steel, movable core 

 Coating Type: PTFE coating 

 Tip: straight tip, 3mm 
Functionality: 

a)Durability - kink resistant, peel resistant 
b)Ease of Use - allows smooth passage and exchange 

between catheters, cannula, and tissue  

c)Identification - radiopaque 

 

42 
Mesh, Partially 
Absorbable 6" x 
6" 

 Packaging 

 - sterile 
 - see-through peel-away packaging 

 - with lot number, expiry date (at least 1 year from 

the date of delivery)  
Dimensions 

 6 x 6 inches 
Composition 
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absorbable poliglecaprone-25 monofilament fiber and 
non-absorbable polypropylene monofilament fiber 

knitted mesh 

Functionality 
 - must be durable 

 - must not cause tissue intolerance / no tissue 
rejection 

 - with good flexibility and memory 
 - must not promote migration 

 - must promote stability 

 - with pervious pores 
 - must be non-carcinogenic 

 - should resist shrinkage 
 - should have the ability to degrade itself over time 

 - minimal adhesion formation 

 - should bear excellent tissue in growth with minimal 
shrinkage 

 - must promote minimal pain 
 - should not change compliance of abdominal wall 

 - should have elasticity in more than one dimension 

 - should possess the quality of adhesiveness 

43 
Mesh, Partially 
Absorbable 3" x 
6" 

Packaging 

 - sterile 
 - individually packaged 

 - peel-away packaging 

 - with lot number, expiry date (at least 1 year from 
the date of delivery)  

Dimensions 
 - 3 inches x 6 inches 

Composition 
 - absorbable poliglecaprone-25 monofilament fiber 

and non-absorbable polypropylene monofilament fiber 

Features 
 - knitted mesh 

Functionality 
 - must be durable 

 - must not cause tissue intolerance / no tissue 

rejection 
 - with good flexibility and memory 

 - must not promote migration 
 - must promote stability 

 - with pervious pores 

 - must be non-carcinogenic 
 - should resist shrinkage 

 - should have the ability to degrade itself over time 
 - minimal adhesion formation 

 - should bear excellent tissue in growth with minimal 
shrinkage 

 - must promote minimal pain 

 - should not change compliance of abdominal wall 
 - should have elasticity in more than one dimension 

 - should possess the quality of adhesiveness 

 

44 
Needle, 
Percutaneous 
Access (chiba 

Packaging: 
 - sterile 

 - individually packaged 
 - in see-through, peel-away packaging 
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needle) with 
echogenic tip 

 - with lot number, expiry date (at least 1 year from 
the date of delivery) 

Dimensions: 

 - G.18 x 20 cm 
Features: 

 - triple bevel tip 
 - with fitted arrangement of stylet and cannula hubs 

provides proper needle bevel orientation 
 - 2 piece set composed of: inner sheath, outer 

cannula with Luer lock connection 

 - with echogenic tip to enhance ultrasound 
visualization 

Functionality: 
a)Durability - should last duration of procedure, must 

be flexible, steerable without bending untowardly 

b)Ease of Use - easily admits proper size of guidewires, 
does not cause damage to guidewire when pulling out. 

c)visualization - needle tip must be visible during 

ultrasound use 

 

45 

Endoscopic 
Grasper  
5mm, 25-32cm 
(pedia)  

 Packaging: 
 - Usage: single use 
 - Sterility: sterile, individually packaged 
 - Presentation: with see-through, peel-away packaging 
 - Label: lot number, expiry date, manufacturer reference 
number  
Specifications: 
Composition 
Jaws - atraumatic jaw 
 - double action jaws 

Handle 
 - rotating 
 - ratcheted, locking ON/OFF capability 
 - with monopolar electrosurgery potential 
Functionality: 
a)it must have no rough or sharp edges other than those 
required by the pattern of the instruments. 
b)All surfaces must be free from pores, crevices and grinding 
marks. 
c)The action of the grasper must be smooth. 
d)Where a box or screw joint is included in the design of the 
instrument, it must not allow for movement at the joint in 
opposition to the action of the instrument. 
e)Where an instrument includes jaws, the jaws must close in 
apposition. 
f)Where the instrument includes toothed jaws, there must be 
no gaps in the teeth section when the jaws are closed, other 

than those required by the pattern of the instrument. 
g)Where the design of an instrument includes teeth or 
blades, they must not grate or catch during use or when 
closing the instrument. 
h)Where a ratchet is included in the design of an instrument, 
the ratchet must be able to be clamped and unclamped with 
one hand. 
i)Should have  good insulation on shaft, lining should not 
easily peel-off upon recommended use 
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46 
Endoscopic 
rotating clip  
5mm (pedia)  

 Packaging: 
 - Usage: single use 

 - Sterility: sterile, individually packaged 

 - Presentation: with see-through, peel-away 
packaging 

 - Label: lot number, expiry date, manufacturer 
reference number  

Specifications: 
Composition  

- multi clip applier 

Handle 
 - free rotating 

 - clip quantity: 12 - 15  titanium clips  
 - must have indicator for clips fired, either through a 

counter or a visible loading system 

 - clip size: 3.5 mm - 3.6 mm when open(U-shaped), 8 
mm - 8.8 mm when closed 

Functionality: 
a)it must have no rough or sharp edges other than 

those required by the pattern of the instruments. 
b)All surfaces must be free from pores, crevices and 

grinding marks. 

c)The action of the instrument must be smooth. 
d)Where an instrument includes jaws, the jaws must 

close in apposition. 
e)Where the design of an instrument includes teeth or 

blades, they must not grate or catch during use or 

when closing the instrument. 
f)Clip applied must not twist during application, upon 

recommended use  

g)clip should be non magnetic 

 

47 
Urostomy Bag 
Two Piece set  

 Packaging: 

 - Usage: single use 
 - Sterility: sterile, individually packaged 

 - Presentation: with see-through, peel-away 
packaging , or similar secure packaging 

 - Label: lot number, expiry date: at least 1 year 

from the date of delivery or replacement of the 
expired items with similar items with expiry good for 

one (1) year 
Dimensions: range to 45 mm – 50 mm 

Composition: 

 - one (1) pack per pair (bag and plate flange with 
connector if needed) 

Features: 
 - with adhesive base plate and replaceable bag  

- with anti - reflux mechanism and drainage port 
mechanism compatible with urine drainage bag  

 Functionality 

a)Durability - must last duration of procedure without 
tear, upon proper manipulation 

b)Ease of Use - plate/flange must adhere to the skin 
easily; bag must attach to plate smoothly 

c)Safety - with hypoallergenic components on 

appliance 
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We guarantee that we will submit sample within 3 calendar days upon notice from the BAC. 

Failure to submit within the prescribed period will automatically disqualify the bidder. 

(NOTE: Submission of samples are no longer necessary if used by the end-user or otherwise 

specified by the end-user.) 

 

(Upon receipt of notice, Lowest Calculated Bidder shall also submit clear copies of the colored 

picture and COMPLETE PRODUCT DATA SHEET [i.e., brochures, pamphlets, sales literature, 

documentation of standards of compliance, etc.], with the required specifications already 

highlighted, of the item proposed in A4 size photo paper indicating the brand name with reference 

number). 

 

Conforme:  

Name: ____________________________________________________________ 

Legal Capacity: _____________________________________________________ 

Signature: _________________________________________________________  

Duly authorized to sign the Bid for and behalf of: ___________________________ 
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Checklist of Technical and Financial Documents 
 

I. TECHNICAL COMPONENT ENVELOPE 

 

Class “A” Documents 

Legal Documents 

⬜ (a) Valid PhilGEPS Registration Certificate (Platinum Membership) (all pages); 

or 

⬜ (b) Registration certificate from Securities and Exchange Commission (SEC), 

Department of Trade and Industry (DTI) for sole proprietorship, or 

Cooperative Development Authority (CDA) for cooperatives or its equivalent 

document,  

and 

⬜ (c) Mayor’s or Business permit issued by the city or municipality where the 

principal place of business of the prospective bidder is located, or the 

equivalent document for Exclusive Economic Zones or Areas; 

and 

⬜ (d) Tax clearance per E.O.  No. 398, s. 2005, as finally reviewed and approved 

by the Bureau of Internal Revenue (BIR). 

 

Technical Documents 

⬜ (f) Notarized Statement of the prospective bidder of all its ongoing government 

and private contracts, including contracts awarded but not yet started, if any, 

whether similar or not similar in nature and complexity to the contract to be 

bid; and  

⬜ (g) Notarized Statement of the bidder’s Single Largest Completed Contract 

(SLCC) similar to the contract to be bid, except under conditions provided 

for in Sections 23.4.1.3 and 23.4.2.4 of the 2016 revised IRR of RA No. 9184, 

within the relevant period as provided in the Bidding Documents; and 

⬜ (h) Original copy of Bid Security. If in the form of a Surety Bond, submit also a 

certification issued by the Insurance Commission; 

or 

Original copy of Notarized Bid Securing Declaration; and 

⬜ (i) Duly accomplished and signed Schedule of Requirement as provided for in 

Section VI; (USE NKTI TEMPLATE) and Duly Accomplished and signed 

Terms of Reference/Technical Specification using the form as provided for 

in Section VII; (USE NKTI TEMPLATE); and 

⬜ (j) Original duly signed Omnibus Sworn Statement (OSS); 

and if applicable, Original Notarized Secretary’s Certificate in case of a 

corporation, partnership, or cooperative; or Original Special Power of 

Attorney of all members of the joint venture giving full power and authority 

to its officer to sign the OSS and do acts to represent the Bidder. 
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Financial Documents 

⬜ (k) The Supplier’s audited financial statements, showing, among others, the 

Supplier’s total and current assets and liabilities, stamped “received” by the 

BIR or its duly accredited and authorized institutions, for the preceding 

calendar year which should not be earlier than two (2) years from the date of 

bid submission; and 

⬜ (l) The prospective bidder’s duly signed computation of Net Financial 

Contracting Capacity (NFCC);  

or  

A committed Line of Credit from a Universal or Commercial Bank in lieu of 

its NFCC computation. 

 

Class “B” Documents 

⬜ (m) If applicable, a duly signed joint venture agreement (JVA) in case the joint 

venture is already in existence; 

or 

duly notarized statements from all the potential joint venture partners stating 

that they will enter into and abide by the provisions of the JVA in the instance 

that the bid is successful. 

 

Other documentary requirements under RA No. 9184 (as applicable) 

⬜ (n) [For foreign bidders claiming by reason of their country’s extension of 

reciprocal rights to Filipinos] Certification from the relevant government 

office of their country stating that Filipinos are allowed to participate in 

government procurement activities for the same item or product. 

⬜ (o) Certification from the DTI if the Bidder claims preference as a Domestic 

Bidder or Domestic Entity. 

 

25 FINANCIAL COMPONENT ENVELOPE 

⬜ (a) Original of duly signed and accomplished Financial Bid Form; and 

⬜ (b) Original of duly signed and accomplished Price Schedule(s). 

b.1) Price schedule for Goods offered from Abroad. 

b.2) Price Schedule for Goods from within the Philippines 

b.3) Annex “A” Price Schedule 
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Bid Form for the Procurement of Goods 
[shall be submitted with the Bid] 

_________________________________________________________________________  

BID FORM 
 
Date : _________________  
 
Project Identification No.: _________________  
 
To: [name and address of Procuring Entity]  
 
Having examined the Philippine Bidding Documents (PBDs) including the Supplemental or Bid 
Bulletin Numbers [insert numbers], the receipt of which is hereby duly acknowledged, we, the 
undersigned, offer to [supply/deliver/perform] [description of the Goods] in conformity with the 
said PBDs for the sum of [total Bid amount in words and figures] or the total calculated bid 
price, as evaluated and corrected for computational errors, and other bid modifications in 
accordance with the Price Schedules attached herewith and made part of this Bid. The total 
bid price includes the cost of all taxes, such as, but not limited to: [specify the applicable taxes, 
e.g. (i) value added tax (VAT), (ii) income tax, (iii) local taxes, and (iv) other fiscal levies and 
duties], which are itemized herein or in the Price Schedules,  
If our Bid is accepted, we undertake:  
 
a. To deliver the goods in accordance with the delivery schedule specified in the Schedule 

of Requirements of the Philippine Bidding Documents (PBDs); 
 

b. To provide a performance security in the form, amounts, and within the times prescribed 
in the PBDs;  

 

c. To abide by the Bid Validity Period specified in the PBDs and it shall remain binding 
upon us at any time before the expiration of that period.  

 

[Insert this paragraph if Foreign-Assisted Project with the Development Partner:  
Commissions or gratuities, if any, paid or to be paid by us to agents relating to this Bid, and to 
contract execution if we are awarded the contract, are listed below:  
Name and address Amount and Purpose of  
of agent Currency Commission or gratuity  
 
________________________________________________  
 
________________________________________________  
 
________________________________________________  
 
(if none, state “None”)  
Until a formal Contract is prepared and executed, this Bid, together with your written 
acceptance thereof and your Notice of Award, shall be binding upon us. We understand that 
you are not bound to accept the Lowest Calculated Bid or any Bid you may receive.  
 
We certify/confirm that we comply with the eligibility requirements pursuant to the PBDs. The 
undersigned is authorized to submit the bid on behalf of [name of the bidder] as evidenced by 
the attached [state the written authority].  
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We acknowledge that failure to sign each and every page of this Bid Form, including the 
attached Schedule of Prices, shall be a ground for the rejection of our bid. 
 
Name: ___________________________________________________________________  
 
Legal capacity: _____________________________________________________________  
 
Signature: ________________________________________________________________  
 
Duly authorized to sign the Bid for and behalf of: __________________________________  
 

Date: ___________________ 
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Price Schedule for Goods Offered from Abroad 
[shall be submitted with the Bid if bidder is offering goods from Abroad] 

______________________________________________________________________________  

 
For Goods Offered from Abroad 

 
Name of Bidder_________________ Project IB No. ______________ Page ____ of ___ 
 

1 2 3 4 5 6 7 8 9 
Item Description Country 

of 

origin 

Quantity Unit price CIF 

port of entry 

(specify port) or 

CIP named place 

(specify border 

point or place of 

destination) 

Total 

CIF or 

CIP price 

per item 

(col 4 x 

5) 

Unit Price 

Delivered 

Duty 

Unpaid 

(DDU) 

Unit Price 

Delivered 

Duty Paid 

(DDP) 

Total Price 

delivered 

DDP 

(col 4 x 8)  

         

 
Name: ___________________________________________________________________  
 
Legal Capacity: ____________________________________________________________  
 
Signature: ________________________________________________________________  
 
Duly authorized to sign the Bid for and behalf of: _________________________________________ 

 
Date: ___________________ 
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Price Schedule for Goods Offered from Within the Philippines 
[shall be submitted with the Bid if bidder is offering goods from within the Philippines] 

______________________________________________________________________________  

 
For Goods Offered from within the Philippines 

 
Name of Bidder_________________ Project IB No. ______________ Page ____ of ___ 
 

1 2 3 4 5 6 7 8 9 10 
Item Description Country 

of 

origin 

Quantity Unit 

price 

EXW 

per 

item 

Transportation 

and all other 

costs 

incidental to 

delivery, per 

item 

Sales and 

other 

taxes 

payable 

if 

Contract 

is 

awarded 

per item 

Cost of 

Incidental 

Services, 

if 

applicable 

per item 

Total 

Price per 

unit  

 

(col 

5+6+7+8) 

Total Price 

delivered 

Final 

Destination 

 

(col 9) x  

(col 4) 

          

 
Name: ___________________________________________________________________  
 
Legal Capacity: ____________________________________________________________  
 
Signature: ________________________________________________________________  
 
Duly authorized to sign the Bid for and behalf of: _________________________________________ 

 
Date: ___________________ 
 

Note: Please fill-up the price schedule, attached here as Annex “A” of this document. 
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Bid Securing Declaration Form 
[shall be submitted with the Bid if bidder opts to provide this form of bid security] 

_________________________________________________________________________  
 
REPUBLIC OF THE PHILIPPINES)  
CITY OF _______________________) S.S.  
 
BID SECURING DECLARATION  
Project Identification No.: [Insert number]  
 
To: [Insert name and address of the Procuring Entity]  
 
I/We, the undersigned, declare that:  
 
1. I/We understand that, according to your conditions, bids must be supported by a Bid 

Security, which may be in the form of a Bid Securing Declaration.  

2. I/We accept that: (a) I/we will be automatically disqualified from bidding for any 
procurement contract with any procuring entity for a period of two (2) years upon receipt 
of your Blacklisting Order; and, (b) I/we will pay the applicable fine provided under 
Section 6 of the Guidelines on the Use of Bid Securing Declaration, within fifteen (15) 
days from receipt of the written demand by the procuring entity for the commission of 
acts resulting to the enforcement of the bid securing declaration under Sections 23.1(b), 
34.2, 40.1 and 69.1, except 69.1(f),of the IRR of RA No. 9184; without prejudice to other 
legal action the government may undertake.  

3. I/We understand that this Bid Securing Declaration shall cease to be valid on the 
following circumstances:  
 
a. Upon expiration of the bid validity period, or any extension thereof pursuant to your 

request;  

 

b. I am/we are declared ineligible or post-disqualified upon receipt of your notice to 
such effect, and (i) I/we failed to timely file a request for reconsideration or (ii) I/we 
filed a waiver to avail of said right; and 

 

c. I am/we are declared the bidder with the Lowest Calculated Responsive Bid, and 
I/we have furnished the performance security and signed the Contract.  

 
IN WITNESS WHEREOF, I/We have hereunto set my/our hand/s this ____ day of [month] 
[year] at [place of execution].  
 

[Insert NAME OF BIDDER OR ITS AUTHORIZED REPRESENTATIVE]  
[Insert signatory’s legal capacity]  

Affiant  
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ACKNOWLEDGEMENT 

 

REPUBLIC OF THE PHILIPPINES) 

QUEZON CITY                               )  S.S. 

 

 BEFORE ME, a Notary Public for and in ____________________, this _____ day of ___________, 

personally appeared the following: 

 

Name Competent Evidence of Identity Date Issue/Expiry Date Place of Issue 

    

    

 

 

 He/She are/is both known to me to be the same person/s who executed the foregoing document and he/she 

acknowledged to be that their signature/s confirm his/her own voluntary act/s and the entities he/she represent. 

 

 SIGNED AND SEALED at the place and on the date above written. 

 

 

 

         NOTARY PUBLIC 

 

 
Doc. No.    ______________ 

Page No.    ______________ 

Book No.   ______________ 

Series of 2021_____________ 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

SPACE FOR GOVERNMENT ID PRESENTED 
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Contract Agreement Form for the Procurement of Goods 
[Not required to be submitted with the Bid, but it shall be submitted within ten (10) days after 

receiving the Notice of Award] 

_________________________________________________________________________  

 
CONTRACT AGREEMENT 

 
THIS AGREEMENT made the _____ day of __________ 20_____ between [name of 

PROCURING ENTITY] of the Philippines (hereinafter called “the Entity”) of the one part and 
[name of Supplier] of [city and country of Supplier] (hereinafter called “the Supplier”) of the 
other part;  
 

WHEREAS, the Entity invited Bids for certain goods and ancillary services, particularly 
[brief description of goods and services] and has accepted a Bid by the Supplier for the supply 
of those goods and services in the sum of [contract price in words and figures in specified 
currency] (hereinafter called “the Contract Price”).  
 

NOW THIS AGREEMENT WITNESSETH AS FOLLOWS:  
 
4. In this Agreement words and expressions shall have the same meanings as are 

respectively assigned to them in the Conditions of Contract referred to.  
5. The following documents as required by the 2016 revised Implementing Rules and 

Regulations of Republic Act No. 9184 shall be deemed to form and be read and 
construed as integral part of this Agreement, viz.:  

 
i. Philippine Bidding Documents (PBDs);  

i. Schedule of Requirements;  

ii. Technical Specifications;  

iii. General and Special Conditions of Contract; and  

iv. Supplemental or Bid Bulletins, if any  
 

ii. Winning bidder’s bid, including the Eligibility requirements, Technical and 
Financial Proposals, and all other documents or statements submitted;  

 
Bid form, including all the documents/statements contained in the Bidder’s 
bidding envelopes, as annexes, and all other documents submitted (e.g., 
Bidder’s response to request for clarifications on the bid), including corrections 
to the bid, if any, resulting from the Procuring Entity’s bid evaluation;  

 
iii. Performance Security;  

 
iv. Notice of Award of Contract; and the Bidder’s conforme thereto; and  

 
v. Other contract documents that may be required by existing laws and/or the 

Procuring Entity concerned in the PBDs. Winning bidder agrees that 
additional contract documents or information prescribed by the GPPB 
that are subsequently required for submission after the contract 
execution, such as the Notice to Proceed, Variation Orders, and Warranty 
Security, shall likewise form part of the Contract.  

 
6. In consideration for the sum of [total contract price in words and figures] or such 

other sums as may be ascertained, [Named of the bidder] agrees to [state the 
object of the contract] in accordance with his/her/its Bid.  
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7. The National Kidney and Transplant Institute agrees to pay the above-
mentioned sum in accordance with the terms of the Bidding. 

 
IN WITNESS whereof the parties hereto the parties have caused this Agreement to be 
executed in accordance with the laws of the Republic of the Philippines on the day and 
year first above written 
 
 

 [Insert Name and Signature]     [Insert Name and Signature] 
 
[Insert Signatory’s Legal Capacity]    [Insert Signatory’s Legal Capacity] 
                        for:       for 
 

[Insert Procuring Entity]   [Insert Name of Supplier] 
 

 
ACKNOWLEDGEMENT 

 

REPUBLIC OF THE PHILIPPINES) 

QUEZON CITY                               )  S.S. 

 

 BEFORE ME, a Notary Public for and in ____________________, this _____ day of ___________, 

personally appeared the following: 

 

Name Competent Evidence of Identity Date Issue/Expiry Date Place of Issue 

    

    

 

 

 He/She are/is both known to me to be the same person/s who executed the foregoing document and he/she 

acknowledged to be that their signature/s confirm his/her own voluntary act/s and the entities he/she represent. 

 

 SIGNED AND SEALED at the place and on the date above written. 

 

 

 

         NOTARY PUBLIC 

 

 
Doc. No.    ______________ 

Page No.    ______________ 

Book No.   ______________ 

Series of 2020_____________ 
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Omnibus Sworn Statement (Revised) 
[shall be submitted with the Bid] 

_________________________________________________________________________  
 
REPUBLIC OF THE PHILIPPINES )  
CITY/MUNICIPALITY OF ______ ) S.S.  

 
AFFIDAVIT 

 
I, [Name of Affiant], of legal age, [Civil Status], [Nationality], and residing at [Address of Affiant], 
after having been duly sworn in accordance with law, do hereby depose and state that:  
 
1. [Select one, delete the other:]  
 

[If a sole proprietorship:] I am the sole proprietor or authorized representative of [Name 
of Bidder] with office address at [address of Bidder];  
 
[If a partnership, corporation, cooperative, or joint venture:] I am the duly authorized and 
designated representative of [Name of Bidder] with office address at [address of Bidder];  
 

2. [Select one, delete the other:]  
 

[If a sole proprietorship:] As the owner and sole proprietor, or authorized representative 
of [Name of Bidder], I have full power and authority to do, execute and perform any and 
all acts necessary to participate, submit the bid, and to sign and execute the ensuing 
contract for [Name of the Project] of the [Name of the Procuring Entity], as shown in the 
attached duly notarized Special Power of Attorney;  
 
[If a partnership, corporation, cooperative, or joint venture:] I am granted full power and 
authority to do, execute and perform any and all acts necessary to participate, submit the 
bid, and to sign and execute the ensuing contract for [Name of the Project] of the [Name 
of the Procuring Entity], as shown in the attached [state title of attached document 
showing proof of authorization (e.g., duly notarized Secretary’s Certificate, 
Board/Partnership Resolution, or Special Power of Attorney, whichever is applicable;)];  

 
3. [Name of Bidder] is not “blacklisted” or barred from bidding by the Government of the 

Philippines or any of its agencies, offices, corporations, or Local Government Units, 
foreign government/foreign or international financing institution whose blacklisting rules 
have been recognized by the Government Procurement Policy Board, by itself or by 
relation, membership, association, affiliation, or controlling interest with another 
blacklisted person or entity as defined and provided for in the Uniform Guidelines 
on Blacklisting;  

 
4. Each of the documents submitted in satisfaction of the bidding requirements is an 

authentic copy of the original, complete, and all statements and information provided 
therein are true and correct;  

 
5. [Name of Bidder] is authorizing the Head of the Procuring Entity or its duly authorized 

representative(s) to verify all the documents submitted;  
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6. [Select one, delete the rest:]  
 

[If a sole proprietorship:] The owner or sole proprietor is not related to the Head of the 
Procuring Entity, members of the Bids and Awards Committee (BAC), the Technical 
Working Group, and the BAC Secretariat, the head of the Project Management Office or 
the end-user unit, and the project consultants by consanguinity or affinity up to the third 
civil degree;  
 
[If a partnership or cooperative:] None of the officers and members of [Name of Bidder] 
is related to the Head of the Procuring Entity, members of the Bids and Awards 
Committee (BAC), the Technical Working Group, and the BAC Secretariat, the head of 
the Project Management Office or the end-user unit, and the project consultants by 
consanguinity or affinity up to the third civil degree;  
 
[If a corporation or joint venture:] None of the officers, directors, and controlling 
stockholders of [Name of Bidder] is related to the Head of the Procuring Entity, members 
of the Bids and Awards Committee (BAC), the Technical Working Group, and the BAC 
Secretariat, the head of the Project Management Office or the end-user unit, and the 
project consultants by consanguinity or affinity up to the third civil degree;  

 
7. [Name of Bidder] complies with existing labor laws and standards; and  
 
8. [Name of Bidder] is aware of and has undertaken the responsibilities as a Bidder in 

compliance with the Philippine Bidding Documents, which includes:  
 

a. Carefully examining all of the Bidding Documents;  

b. Acknowledging all conditions, local or otherwise, affecting the implementation of the 
Contract;  

c. Making an estimate of the facilities available and needed for the contract to be bid, 
if any; and  

d. Inquiring or securing Supplemental/Bid Bulletin(s) issued for the [Name of the 
Project].  

 
9. [Name of Bidder] did not give or pay directly or indirectly, any commission, amount, fee, 

or any form of consideration, pecuniary or otherwise, to any person or official, personnel 
or representative of the government in relation to any procurement project or activity.  

 
10. In case advance payment was made or given, failure to perform or deliver any of 

the obligations and undertakings in the contract shall be sufficient grounds to 
constitute criminal liability for Swindling (Estafa) or the commission of fraud with 
unfaithfulness or abuse of confidence through misappropriating or converting 
any payment received by a person or entity under an obligation involving the duty 
to deliver certain goods or services, to the prejudice of the public and the 
government of the Philippines pursuant to Article 315 of Act No. 3815 s. 1930, as 
amended, or the Revised Penal Code.  
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IN WITNESS WHEREOF, I have hereunto set my hand this __ day of ___, 20__ at 
____________, Philippines.  
 
 

[Insert NAME OF BIDDER OR ITS AUTHORIZED REPRESENTATIVE]  
[Insert signatory’s legal capacity]  

Affiant  
 

 
ACKNOWLEDGEMENT 

 

REPUBLIC OF THE PHILIPPINES) 

QUEZON CITY                               )  S.S. 

 

 BEFORE ME, a Notary Public for and in ____________________, this _____ day of ___________, 

personally appeared the following: 

 

Name Competent Evidence of Identity Date Issue/Expiry Date Place of Issue 

    

    

 

 He/She are/is both known to me to be the same person/s who executed the foregoing document and he/she 

acknowledged to be that their signature/s confirm his/her own voluntary act/s and the entities he/she represent. 

 

 SIGNED AND SEALED at the place and on the date above written. 

 

 

         NOTARY PUBLIC 

 

 
Doc. No.    ______________ 

Page No.    ______________ 

Book No.   ______________ 

Series of 2021_____________ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SPACE FOR GOVERNMENT ID PRESENTED 
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Performance Securing Declaration  
[if used as an alternative performance security but it is not required to be submitted with the 

Bid, as it shall be submitted within ten (10) days after receiving the Notice of Award] 

_________________________________________________________________________  
 
REPUBLIC OF THE PHILIPPINES)  
CITY OF _____________________ ) S.S.  
 

PERFORMANCE SECURING DECLARATION 
 
Invitation to Bid: [Insert Reference Number indicated in the Bidding Documents]  
 
To: [Insert name and address of the Procuring Entity]  
 
I/We, the undersigned, declare that:  
 
1. I/We understand that, according to your conditions, to guarantee the faithful 

performance by the supplier/distributor/manufacturer/contractor/consultant of its 
obligations under the Contract, I/we shall submit a Performance Securing Declaration 
within a maximum period of ten (10) calendar days from the receipt of the Notice of 
Award prior to the signing of the Contract.  

 
2. I/We accept that: I/we will be automatically disqualified from bidding for any procurement 

contract with any procuring entity for a period of one (1) year for the first offense, or two 
(2) years for the second offense, upon receipt of your Blacklisting Order if I/We have 
violated my/our obligations under the Contract;  

 
3. I/We understand that this Performance Securing Declaration shall cease to be valid 

upon:  
 

a. issuance by the Procuring Entity of the Certificate of Final Acceptance, subject to 
the following conditions:  

 
i. Procuring Entity has no claims filed against the contract awardee;  

ii. It has no claims for labor and materials filed against the contractor; and  

iii. Other terms of the contract; or  
 

b. replacement by the winning bidder of the submitted PSD with a performance 
security in any of the prescribed forms under Section 39.2 of the 2016 revised IRR 
of RA No. 9184 as required by the end-user.  

 
IN WITNESS WHEREOF, I/We have hereunto set my/our hand/s this ____ day of [month] 
[year] at [place of execution].  
 

[Insert NAME OF BIDDER OR ITS AUTHORIZED REPRESENTATIVE]  
[Insert signatory’s legal capacity]  

Affiant  
 

 
 

 

 

 

 

 



  

 

17 

 

 

ACKNOWLEDGEMENT 

 

REPUBLIC OF THE PHILIPPINES) 

QUEZON CITY                               )  S.S. 

 

 BEFORE ME, a Notary Public for and in ____________________, this _____ day of ___________, 

personally appeared the following: 

 

Name Competent Evidence of Identity Date Issue/Expiry Date Place of Issue 

    

    

 

 

 He/She are/is both known to me to be the same person/s who executed the foregoing document and he/she 

acknowledged to be that their signature/s confirm his/her own voluntary act/s and the entities he/she represent. 

 

 SIGNED AND SEALED at the place and on the date above written. 

 

 

 

         NOTARY PUBLIC 

 

 
Doc. No.    ______________ 

Page No.    ______________ 

Book No.   ______________ 

Series of 2021_____________ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

SPACE FOR GOVERNMENT ID PRESENTED 
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Name of Procuring Entity: NATIONAL KIDNEY AND TRANSPLANT INSTITUTE 

Name of Project: __________________________________________________________ 

 

STATEMENT OF ONGOING GOVERNMENT & PRIVATE CONTRACTS INCLUDING CONTRACTS AWARDED BUT NOT YET STARTED  
 
Business Name 

 
: ____________________________________________________________________________________________________________ 

 
Business Address 

 

 
: ____________________________________________________________________________________________________________ 

Name of Contract/Location  
Project Cost 

 

a. Owner Name 

b. Address 

c. Telephone Nos. 

Nature of Work 

Contractor’s Role  a. Date Awarded 

b. Date Started 

c. Date of Completion 

% of Accomplishment Value of Outstanding 
Works/Uncompleted 

Portion 
Description 

 
% Planned Actual 

Government         

         

         

Private         

         

   Total Cost  

     

     

     

                                                                                                                                                                                                            

Submitted by : ____________________________________________________                                                                              

 
 

                        (Printed Name and Signature) 

Designation : ____________________________________________________ 

 
Date : ____________________________________________________ 
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SUBSCRIBED AND SWORN to before me this __ day of [month] [year] at [place of execution], Philippines. Affiant/s is/are personally known to me and 

was/were identified by me through competent evidence of identity as defined in the 2004 Rules on Notarial Practice (A.M. No. 02-8-13-SC). Affiant/s 

exhibited to me his/her [insert type of government identification card used], with his/her photograph and signature appearing thereon. 

 

Witness my hand and seal this ___ day of [month] [year].  

NAME OF NOTARY PUBLIC  

Serial No. of Commission ___________  

Notary Public for ______ until _______  

Roll of Attorneys No. _____  

PTR No. __, [date issued], [place issued]  

IBP No. __, [date issued], [place issued]  

MCLE Accreditation No. ____ 

MCLE Expiration Date ____

Doc. No. ___  

Page No. ___  

Book No. ____ 

Series of 2021____ 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

SPACE FOR GOVERNMENT ID PRESENTED 
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Name of the Procuring Entity: NATIONAL KIDNEY AND TRANSPLANT INSTITUTE  

Name of Project: __________________________________________________________ 
 

STATEMENT IDENTIFYING SINGLE LARGEST COMPLETED CONTRACT SIMILAR TO THE CONTRACT TO BE BID 
 

Business Name : __________________________________________________________ 

   

Business Address :  __________________________________________________________  
 

Name of Contract a. Owner’s Name 

b. Address 

c. Telephone Nos. 

 

Nature of Work 
Bidder’s Role a. Amount at Award 

b. Amount at 

Completion 

c. Duration 

a. Date Awarded 

b. Contract 

Effectivity 

c. Date Completed 

Description %   

Government       

       

       

       

       

       

       

Private       

       

       

       

Note: This statement shall be supported with: 
1. Contract 
2. Certificate of Completion 
3. Certificate of Acceptance 
Submitted by : ____________________________________________________                                                                              

                         (Printed Name and Signature) 

Designation : ____________________________________________________ 

Date : ____________________________________________________ 
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SUBSCRIBED AND SWORN to before me this __ day of [month] [year] at [place of execution], Philippines. Affiant/s is/are personally known to me and 

was/were identified by me through competent evidence of identity as defined in the 2004 Rules on Notarial Practice (A.M. No. 02-8-13-SC). Affiant/s 

exhibited to me his/her [insert type of government identification card used], with his/her photograph and signature appearing thereon. 

 

Witness my hand and seal this ___ day of [month] [year].  

 

NAME OF NOTARY PUBLIC  

Serial No. of Commission ___________  

Notary Public for ______ until _______  

Roll of Attorneys No. _____  

PTR No. __, [date issued], [place issued]  

IBP No. __, [date issued], [place issued]  

             MCLE Accreditation No. ____ 

             MCLE Expiration Date ____ 

Doc. No. ___  

Page No. ___  

Book No. ____ 

Series of 2021____ 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SPACE FOR GOVERNMENT ID PRESENTED 
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 UNIT COST  TOTAL COST  UNIT COST  TOTAL COST 

1

Access Trocar, 

Laparoscopic, 

bladed cannula, 

5-12 mm 

Packaging:

 - individually packaged with one transparent side and peel-away cover on the other side

 - sterile

 - lot number, expiry date  (at least 1 year from the date of delivery)

Composition:

Dimensions

- bladed with cannula and sleeve

 - 5-12mm internal diameter with retractable blade

Features 

 - with insufflator port, 

 - with self adjusting internal seal 

FUNCTIONALITY:

a) Durability - will last the duration of procedure, insufflation port (luer lock) able to withstand 

manipulation during procedure, trocar sleeve/sheath maintains rounded edge while used.

b) Sealing port/cap - able to accommodate diameter related instrument without difficulty, while 

ensuring airtight seal on trocar.

c) Visualization - provides optimal vision upon insertion of appropriate lens.

d) Safety - retractable blade disengages as soon as "give" is achieved or applied pressure is 

removed/lost.

piece              170         3,850.00            654,500.00 

2

Access Trocar, 

Laparoscopic, 

bladed cannula, 

5mm 

Packaging:

 - individually packaged with one transparent side and peel-away cover on the other side

 - sterile

 - lot number, expiry date  (at least 1 year from the date of delivery)

Composition:

Dimensions

 - 5 mm internal diameter with retractable blade

Features 

 - bladed cannula and sleeve

 - with insufflator port 

 - with self adjusting internal seal 

FUNCTIONALITY:

a) Durability - will last the duration of procedure, insufflation port (luer lock) able to withstand 

manipulation during procedure, trocar sleeve/sheath maintains rounded edge while used.

b) Sealing port/cap - able to accommodate diameter related instrument without difficulty, while 

ensuring airtight seal on trocar.

c) Safety - retractable blade disengages as soon as "give" is achieved or applied pressure is 

removed/lost.

piece              600         3,850.00          2,310,000.00 

REVISED PRICE SCHEDULE

IB NO. 22-017: SUPPLY AND DELIVERY OF VARIOUS UROLOGY MEDICAL SUPPLIES (46 Items-Line Bidding)

November 19, 2021, (Friday) 9:00AM

BAC Conference Room, G/F NKTI Main Building

NKTI APPROVED  BUDGET COST  BIDDER'S PROPOSAL 

 TOTAL QTY. SUPPLIER BRAND REMARKS
ITEM 

NO. 

ITEM / 

SUPPLIES 
TECHNICAL SPECIFICATION UOM

ANNEX A

Page 1 of 17



 UNIT COST  TOTAL COST  UNIT COST  TOTAL COST 

NKTI APPROVED  BUDGET COST  BIDDER'S PROPOSAL 

 TOTAL QTY. SUPPLIER BRAND REMARKS
ITEM 

NO. 

ITEM / 

SUPPLIES 
TECHNICAL SPECIFICATION UOM

3

Access Trocar, 

Laparoscopic, 

blunt tip, 5-

12mm

Packaging:

 - individually packaged with one transparent side and peel-away cover on the other side

 - sterile

 - lot number, expiry date  (at least 1 year from the date of delivery)

Composition:

Dimensions

- blunt tip inner cannula and sleeve

 - 5mm - 12mm diameter with blunt tip

Features  

 - with insufflator port

 - with self adjusting internal seal, 

FUNCTIONALITY:

a) Durability - will last the duration of procedure, insufflation port (luer lock) able to withstand 

manipulation during procedure, trocar sleeve/sheath maintains rounded edge while used.

b) Sealing port/cap - able to accommodate diameter related instrument without difficulty, while 

ensuring airtight seal on trocar.

c)tip must be smooth without edges or protrusions from design

piece              400         3,850.00          1,540,000.00 

4

Amplatz Desilets-

Hoffman Ureteral 

Access with 

Introducer 

Sheath

 Packaging:

 - individually packaged with one transparent side and peel-away cover on the other side

 - sterile

 - lot number, expiry date  (at least 1 year from the date of delivery)

 Composition:

 -  PTFE (polytetrafluoroethylene)

 Dimensions

 - with 8 Fr. x 70cm Introducer

 - 8 Fr. x 30cm Dilator

 Features

 - radiopaque

FUNCTIONALITY:

 a) Durability - able to last the duration of procedure, will not easily kink, bend.

b) ease of use - atraumatic, with smooth insertion on fascia, as well as in exchange between wires 

and amplatz

c) Tapered end of catheter - will not easily/deform upon manipulation/contact with wires, surfaces 

with resistance.

piece              100         5,500.00              550,000.00 

5
Amplatz sheath 

opaque, Fr. 30

 Packaging:

 - individually packaged with one transparent side and peel-away cover on the other side

 - sterile

 - lot number, expiry date  (at least 1 year from the date of delivery)

 Composition:

 -  PTFE (polytetrafluoroethylene)

 Dimensions  

- 22cm Radiopaque PTFE (Polytetrafluoroethylene) sheath, with inner sheath present

FUNCTIONALITY:

a) Durability -  able to last the duration of procedure, will not easily kink, bend.

b) ease of use - atraumatic, with smooth insertion on fascia, as well as in exchange between wires 

and amplatz.

piece                50         5,500.00              275,000.00 

6
Amplatz Type 

Renal Dilator set 

 Packaging:

 - individually packaged with one transparent side and peel-away cover on the other side

 - sterile

 - lot number, expiry date (at least 1 year from the date of delivery)

 Composition:

 -  PTFE (polytetrafluoroethylene)

 Dimensions  

- 22cm Radiopaque PTFE (Polytetrafluoroethylene) sheath, with inner sheath present

FUNCTIONALITY:

a) Durability -  able to last the duration of procedure, will not easily kink, bend.

b) ease of use - atraumatic, with smooth insertion on fascia, as well as in exchange between wires 

and amplatz.

set                25       27,500.00              687,500.00 
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7
Catheter Imager 

(Cobra tip) 

 Packaging:

 - individually packaged with one transparent side and peel-away cover on the other side

 - on sterile see-through, peel-away pouch.

 - lot number, expiry date

 (at least 1 year from the date of delivery)

Composition:

 - biocompatible elastomeric polymer reinforced with stainless steel braided wire

Dimensions:

 - 5 Fr. at least 65cm length, 

Features:

 - single lumen, torqueable catheter

 - luer lock hub attached at the proximal end,

FUNCTIONALITY:

a) Durability - able to last the duration pf procedure, will not easily kink, bend.

b) Ease of Use - atraumatic, with smooth insertion on tract, as well as in exchange between wires, 

no unexpected resistance upon injection of dye or other fluids.

c) Tapered End of Catheter - will not easily tear/deform upon manipulation/contact with wires, 

surfaces with resistance.

piece                60         3,080.00              184,800.00 

8

Catheter, 2 Way 

FR. 6- Pure 

Silicone

 Packaging

 - sterile

 - individually packaged

 - with see-through packaging

 - with lot number, expiry date (at least 1 year from the date of delivery)

Dimensions 

 - 2.0mm Outer Diameter x 31cm length

 - balloon capacity 3-3.5ml 

Features

 - medical grade silicone

 - needleless inflating and deflating port,

 - color coded for each size,

 - with radiopaque indicator

 - Fr. 6,8,10 with disposable stylet

FUNCTIONALITY:

a) Visualization - should be transparent for visual inspection and fluid observation.

b) Balloon Inflation and Deflation - should have no unexpected resistance upon inflation and deflation of fluid, no leaks 

observe in any part of the inflation and deflation system, as well as during increment or decrement of fluid inside 

balloon.

c) Balloon - smooth, equally distributed inflation and deflation of balloon, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well during prescribed period of use, resistant to distortion and 

untoward detachment upon inflation to bladder/cavity.

d) Catheter shaft - tip should be atraumatic, smooth, firm but flexible. whole shaft must be smooth, can last for atleast 

two (2) weeks without change in quality of the material, resistant to kinks, able to accommodate wire or guide for 

difficult insertion smoothly, no difficulty and leaks observed upon insertion of drainage bag, allow continuous and free-

flow of urine, no fast encrustration of the catheter lumen through material used

piece                20            385.00                  7,700.00 

9

Catheter, Foley 2 

Way Fr. 8 - 

Silicone coated

 Packaging

 - sterile

 - individually packaged

 - with see-through packaging

 - with lot number, expiry date (at least 1 year from the date of delivery)

Dimensions 

 - 2.7mm Outer Diameter 

 - balloon capacity 3-3.5ml

Features

 - silicone-elastomer coated latex

 - needleless inflating and deflating port,

 - color coded for each size, 

 - individually packed in see-through packaging

 - Fr. 8, 10 with disposable stylet

Functionality:

a) Balloon Inflation and Deflation - should have no unexpected resistance upon inflation and deflation of fluid, no leaks 

observed in any part of the inflation and deflation system, as well as during increment of decrement of fluid inside the 

balloon.

b) Balloon - smooth, equally distributed inflation and deflation of balloon, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well as during prescribed period of use, resistant to distortion and 

untoward detachment upon inflation to bladder/cavity.

c) Catheter Shaft - tip should be atraumatic, smooth, firm but flexible. whole shaft must be smooth, can last for at 

least two (2) weeks without change in quality of the material, resistant to kinks, able to accommodate wire or guide for 

difficult insertions smoothly, no difficulty and leaks observed upon insertion of drainage bag, allow continuous and free-

flow of urine, no fast encrustation of the catheter lumen through material used

piece              170            110.00                18,700.00 
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10

Catheter, Foley 2 

Way Fr. 10 - 

Silicone coated

 Packaging

 - sterile

 - individually packaged

 - with see-through packaging

 - with lot number, expiry date (at least 1 year from the date of delivery)

Dimensions 

 - 3.3mm Outer Diameter 

 - balloon capacity 3-3.5ml

Features

 - silicone-elastomer coated latex

 - needleless inflating and deflating port,

 - color coded for each size, 

 - individually packed in see-through packaging

 - Fr. 8, 10 with disposable stylet

Functionality:

a) Balloon Inflation and Deflation - should have no unexpected resistance upon inflation and deflation of fluid, no leaks 

observed in any part of the inflation and deflation system, as well as during increment of decrement of fluid inside the 

balloon.

b) Balloon - smooth, equally distributed inflation and deflation of balloon, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well as during prescribed period of use, resistant to distortion and 

untoward detachment upon inflation to bladder/cavity.

c) Catheter Shaft - tip should be atraumatic, smooth, firm but flexible. whole shaft must be smooth, can last for at 

least two (2) weeks without change in quality of the material, resistant to kinks, able to accommodate wire or guide for 

difficult insertions smoothly, no difficulty and leaks observed upon insertion of drainage bag, allow continuous and free-

flow of urine, no fast encrustation of the catheter lumen through material used

piece          1,050            110.00              115,500.00 

11

Catheter, Foley 2 

Way Fr. 12 - 

Silicone coated

 Packaging

 - sterile

 - individually packaged

 - with see-through packaging

 - with lot number, expiry date (at least 1 year from the date of delivery)

 Dimensions

 - 4.0mm Outer Diameter

 -  balloon capacity 5-10ml

Features 

- silicone-elastomer coated latex

 - needleless inflating and deflating port,

 - color coded for each size

Functionality:

a) Balloon Inflation and Deflation - should have no unexpected resistance upon inflation and deflation of fluid, no leaks 

observed in any part of the inflation and deflation system, as well as during increment of decrement of fluid inside the 

balloon.

b) Balloon - smooth, equally distributed inflation and deflation of balloon, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well as during prescribed period of use, resistant to distortion and 

untoward detachment upon inflation to bladder/cavity.

c) Catheter Shaft - tip should be atraumatic, smooth, firm but flexible. whole shaft must be smooth, can last for at 

least two (2) weeks without change in quality of the material, resistant to kinks, able to accommodate wire or guide for 

difficult insertions smoothly, no difficulty and leaks observed upon insertion of drainage bag, allow continuous and free-

flow of urine, no fast encrustation of the catheter lumen through material used

piece              642              60.00                38,520.00 
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12

Catheter, Foley 2 

Way Fr. 14 - 

Silicone coated

 Packaging

 - sterile

 - individually packaged

 - with see-through packaging

 - with lot number, expiry date (at least 1 year from the date of delivery)

 Dimensions

 - 4.7mm Outer Diameter

 -  balloon capacity 5-10ml

Features 

- silicone-elastomer coated latex

 - needleless inflating and deflating port,

 - color coded for each size

Functionality:

a) Balloon Inflation and Deflation - should have no unexpected resistance upon inflation and deflation of fluid, no leaks 

observed in any part of the inflation and deflation system, as well as during increment of decrement of fluid inside the 

balloon.

b) Balloon - smooth, equally distributed inflation and deflation of balloon, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well as during prescribed period of use, resistant to distortion and 

untoward detachment upon inflation to bladder/cavity.

c) Catheter Shaft - tip should be atraumatic, smooth, firm but flexible. whole shaft must be smooth, can last for at 

least two (2) weeks without change in quality of the material, resistant to kinks, able to accommodate wire or guide for 

difficult insertions smoothly, no difficulty and leaks observed upon insertion of drainage bag, allow continuous and free-

flow of urine, no fast encrustation of the catheter lumen through material used

piece              900            110.00                99,000.00           271,720.00 

13

Catheter, 2 Way 

FR. 16- Pure 

Silicone

 Packaging

 - sterile

 - individually packaged

 - with see-through packaging

 - with lot number, expiry date (at least 1 year from the date of delivery)

Dimensions 

 - 5.3mm Outer Diameter x 41cm length

Features

 - medical grade silicone

 - needleless inflating and deflating port,

 - color coded for each size,

 - with radiopaque indicator

FUNCTIONALITY:

a) Visualization - should be transparent for visual inspection and fluid observation.

b) Balloon Inflation and Deflation - should have no unexpected resistance upon inflation and deflation of fluid, no leaks 

observe in any part of the inflation and deflation system, as well as during increment or decrement of fluid inside 

balloon.

c) Balloon - smooth, equally distributed inflation and deflation of balloon, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well during prescribed period of use, resistant to disortion and 

untoward detachment upon inflation to bladder/cavity.

d) Catheter shaft - tip should be atraumatic, smooth, firm but flexible. whole shaft must be smooth, can last for atleast 

two (2) weeks without change in quality of the material, resistant to kinks, able to accommodate wire or guide for 

difficult insertion smoothly, no difficulty and leaks observed upon insertion of drainage bag, allow continuous and free-

flow of urine, no fast encrustration of the catheter lumen through material used

piece              140            600.00                84,000.00 
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14

Catheter, 2 Way 

FR. 18- Pure 

Silicone

 Packaging

 - sterile

 - individually packaged

 - with see-through packaging

 - with lot number, expiry date (at least 1 year from the date of delivery)

Dimensions 

  - 6.0mm Outer Diameter x 41 cm length

 -  balloon capacity 5-15ml

Features

 - medical grade silicone

 - needleless inflating and deflating port,

 - color coded for each size,

 - with radiopaque indicator

FUNCTIONALITY:

a) Visualization - should be transparent for visual inspection and fluid observation.

b) Balloon Inflation and Deflation - should have no unexpected resistance upon inflation and deflation of fluid, no leaks 

observe in any part of the inflation and deflation system, as well as during increment or decrement of fluid inside 

balloon.

c) Balloon - smooth, equally distributed inflation and deflation of balloon, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well during prescribed period of use, resistant to distortion and 

untoward detachment upon inflation to bladder/cavity.

d) Catheter shaft - tip should be atraumatic, smooth, firm but flexible. whole shaft must be smooth, can last for at 

least two (2) weeks without change in quality of the material, resistant to kinks, able to accommodate wire or guide for 

difficult insertion smoothly, no difficulty and leaks observed upon insertion of drainage bag, allow continuous and free-

flow of urine, no fast encrustation of the catheter lumen through material used

piece                10            600.00                  6,000.00 

15

Catheter, 2 Way 

FR. 22- Pure 

Silicone

 Packaging

 - sterile

 - individually packaged

 - with see-through packaging

 - with lot number, expiry date (at least 1 year from the date of delivery)

Dimensions  

 - 7.3mm Outer Diameter x 41cm length,

Features 

 - medical grade silicone

 - needleless inflating and deflating port,

 - color coated for each size, 

 - with radiopaque indicator 

FUNCTIONALITY:

a) Visualization - should be transparent for visual inspection and fluid observation.

b) Balloon Inflation and Deflation - should have no unexpected resistance upon inflation and deflation of fluid, no leaks 

observe in any part of the inflation and deflation system, as well as during increment or decrement of fluid inside 

balloon.

c) Balloon - smooth, equally distributed inflation and deflation of balloon, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well during prescribed period of use, resistant to distortion and 

untoward detachment upon inflation to bladder/cavity.

d) Catheter shaft - tip should be atraumatic, smooth, firm but flexible. whole shaft must be smooth, can last for at 

least two (2) weeks without change in quality of the material, resistant to kinks, able to accommodate wire or guide for 

difficult insertion smoothly, no difficulty and leaks observed upon insertion of drainage bag, allow continuous and free-

flow of urine, no fast encrustation of the catheter lumen through material used

piece                46            600.00                27,600.00 
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16

Catheter, 2 Way 

FR. 24-Pure 

Silicone

 Packaging

 - sterile

 - individually packaged

 - with see-through packaging

 - with lot number, expiry date (at least 1 year from the date of delivery)

Dimensions  

 - 8.0 mm outer Diameter x 41cm length,

Features 

 - medical grade silicone

 - needleless inflating and deflating port,

 - color coated for each size, 

 - with radiopaque indicator 

FUNCTIONALITY:

 a) Visualization - should be transparent for visual inspection and fluid observation.

b) Balloon Inflation and Deflation - should have no unexpected resistance upon inflation and deflation of fluid, no leaks 

observe in any part of the inflation and deflation system, as well as during increment or decrement of fluid inside 

balloon.

c) Balloon - smooth, equally distributed inflation and deflation of balloon, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well during prescribed period of use, resistant to distortion and 

untoward detachment upon inflation to bladder/cavity.

d) Catheter shaft - tip should be atraumatic, smooth, firm but flexible. whole shaft must be smooth, can last for at 

least two (2) weeks without change in quality of the material, resistant to kinks, able to accommodate wire or guide for 

difficult insertion smoothly, no difficulty and leaks observed upon insertion of drainage bag, allow continuous and free-

flow of urine, no fast encrustation of the catheter lumen through material used

piece                60            600.00                36,000.00 

17

Catheter, Foley 2 

Way Fr. 16 - 

Silicone coated

 Packaging

 - sterile

 - individually packaged

 - with see-through packaging

 - with lot number, expiry date (atleast 1 year from the date of delivery)

 Dimensions

 - 5.3mm Outer Diameter

 -  balloon capacity 5 -30ml

Features 

 - silicone-elastomer coated latex

 - needleless inflating and deflating port,

 - color coded for each size

Functionality:

a) Balloon Inflation and Deflation - should have no unexpected resistance upon inflation and deflation of fluid, no leaks 

observed in any part of the inflation and deflation system, as well as during increment of decrement of fluid inside the 

balloon.

b) Balloon - smooth, equally distributed inflation and deflation of balloon, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well as during prescribed period of use, resistant to distortion and 

untoward detachment upon inflation to bladder/cavity.

c) Catheter Shaft - tip should be atraumatic, smooth, firm but flexible. whole shaft must be smooth, can last for at 

least two (2) weeks without change in quality of the material, resistant to kinks, able to accommodate wire or guide for 

difficult insertions smoothly, no difficulty and leaks observed upon insertion of drainage bag, allow continuous and free-

flow of urine, no fast encrustation of the catheter lumen through material used.

piece              250            110.00                27,500.00 

18

Catheter, Foley 2 

Way Fr. 18 - 

Silicone coated

 Packaging

 - sterile

 - individually packaged

 - with see-through packaging

 - with lot number, expiry date (at least 1 year from the date of delivery)

 Dimensions

 - 6.0mm Outer Diameter

 -  balloon capacity 5-15ml

Features 

 - silicone-elastomer coated latex

 - needleless inflating and deflating port,

 - color coded for each size, 

FUNCTIONALITY:

 a) Balloon Inflation and Deflation - should have no unexpected resistance upon inflation and deflation of fluid, no 

leaks observed in any part of the inflation and deflation system, as well as during increment of decrement of fluid 

inside the balloon.

b) Balloon - smooth, equally distributed inflation and deflation of balloon, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well as during prescribed period of use, resistant to distortion and 

untoward detachment upon inflation to bladder/cavity.

c) Catheter Shaft - tip should be atraumatic, smooth, firm but flexible. whole shaft must be smooth, can last for at 

least two (2) weeks without change in quality of the material, resistant to kinks, able to accommodate wire or guide for 

difficult insertions smoothly, no difficulty and leaks observed upon insertion of drainage bag, allow continuous and free-

flow of urine, no fast encrustation of the catheter lumen through material used

piece          1,630            110.00              179,300.00 
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19

Catheter, Foley 2 

Way Fr. 20 - 

Silicone coated

 Packaging

 - sterile

 - individually packaged

 - with see-through packaging

 - with lot number, expiry date (at least 1 year from the date of delivery)

 Dimensions

 - 6.7mm Outer Diameter

 -  balloon capacity 5-15ml

Features 

 - silicone-elastomer coated latex

 - needleless inflating and deflating port,

 - color coded for each size, 

FUNCTIONALITY:

a) Balloon Inflation and Deflation - should have no unexpected resistance upon inflation and deflation of fluid, no leaks 

observed in any part of the inflation and deflation system, as well as during increment of decrement of fluid inside the 

balloon.

b) Balloon - smooth, equally distributed inflation and deflation of balloon, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well as during prescribed period of use, resistant to distortion and 

untoward detachment upon inflation to bladder/cavity.

c) Catheter Shaft - tip should be atraumatic, smooth, firm but flexible. whole shaft must be smooth, can last for at 

least two (2) weeks without change in quality of the material, resistant to kinks, able to accommodate wire or guide for 

difficult insertions smoothly, no difficulty and leaks observed upon insertion of drainage bag, allow continuous and free-

flow of urine, no fast encrustation of the catheter lumen through material used.

piece              514            110.00                56,540.00 

20

Catheter, Foley 2 

Way Fr. 22 - 

Silicone coated

 Packaging

 - sterile

 - individually packaged

 - with see-through packaging

 - with lot number, expiry date (at least 1 year from the date of delivery)

 Dimensions

 - 7.3mm Outer Diameter

 - balloon capacity 10-20ml

Features 

 - silicone-elastomer coated latex

 - needleless inflating and deflating port,

 - color coded for each size, 

FUNCTIONALITY:

a) Balloon Inflation and Deflation - should have no unexpected resistance upon inflation and deflation of fluid, no leaks 

observed in any part of the inflation and deflation system, as well as during increment of decrement of fluid inside the 

balloon.

b) Balloon - smooth, equally distributed inflation and deflation of balloon, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well as during prescribed period of use, resistant to distortion and 

untoward detachment upon inflation to bladder/cavity.

c) Catheter Shaft - tip should be atraumatic, smooth, firm but flexible. whole shaft must be smooth, can last for at 

least two (2) weeks without change in quality of the material, resistant to kinks, able to accommodate wire or guide for 

difficult insertions smoothly, no difficulty and leaks observed upon insertion of drainage bag, allow continuous and free-

flow of urine, no fast encrustation of the catheter lumen through material used.

piece              130            110.00                14,300.00 

21

Catheter, Foley 3 

Way Fr. 20 - 

Silicone coated

 Packaging

 - sterile

 - individually packaged

 - with see-through packaging

 - with lot number, expiry date (at least 1 year from the date of delivery)

 Dimensions

 - 6.7mm Outer Diameter

 -  balloon capacity 10 - 20ml

Features 

 - silicone-elastomer coated latex

 - needleless inflating and deflating port,

 - color coded for each size

Functionality:

a) Balloon Inflation and Deflation - should have no unexpected resistance upon inflation and deflation of fluid, no leaks 

observed in any part of the inflation and deflation system, as well as during increment of decrement of fluid inside the 

balloon.

b) Balloon - smooth, equally distributed inflation and deflation of balloon, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well as during prescribed period of use, resistant to distortion and 

untoward detachment upon inflation to bladder/cavity.

c) Catheter Shaft - tip should be atraumatic, smooth, firm but flexible. whole shaft must be smooth, can last for at 

least two (2) weeks without change in quality of the material, resistant to kinks, able to accommodate wire or guide for 

difficult insertions smoothly, no difficulty and leaks observed upon insertion of drainage bag, allow continuous and free-

flow of urine, no fast encrustation of the catheter lumen through material used.

d) Clysis Port - allow continuous and free-flow of fluids in and out of the port.

piece                48            165.00                  7,920.00 

Page 8 of 17



 UNIT COST  TOTAL COST  UNIT COST  TOTAL COST 

NKTI APPROVED  BUDGET COST  BIDDER'S PROPOSAL 

 TOTAL QTY. SUPPLIER BRAND REMARKS
ITEM 

NO. 

ITEM / 

SUPPLIES 
TECHNICAL SPECIFICATION UOM

22

Catheter, Foley 3 

Way Fr. 22 - 

Silicone coated

 Packaging

 - sterile

 - individually packaged

 - with see-through packaging

 - with lot number, expiry date (at least 1 year from the date of delivery)

 Dimensions

 - 7.3mm Outer Diameter

 -  balloon capacity 30 ml

Features 

 - silicone-elastomer coated latex

 - needleless inflating and deflating port,

 - color coded for each size

Functionality:

a) Balloon Inflation and Deflation - should have no unexpected resistance upon inflation and deflation of fluid, no leaks 

observed in any part of the inflation and deflation system, as well as during increment of decrement of fluid inside the 

balloon.

b) Balloon - smooth, equally distributed inflation and deflation of balloon, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well as during prescribed period of use, resistant to distortion and 

untoward detachment upon inflation to bladder/cavity.

c) Catheter Shaft - tip should be atraumatic, smooth, firm but flexible. whole shaft must be smooth, can last for at 

least two (2) weeks without change in quality of the material, resistant to kinks, able to accommodate wire or guide for 

difficult insertions smoothly, no difficulty and leaks observed upon insertion of drainage bag, allow continuous and free-

flow of urine, no fast encrustation of the catheter lumen through material used.

d) Clysis Port - allow continuous and free-flow of fluids in and out of the port.

piece              220            165.00                36,300.00 

23

Catheter, Foley 3 

Way Fr. 24 - 

Silicone coated

 Packaging

 - sterile

 - individually packaged

 - with see-through packaging

 - with lot number, expiry date (at least 1 year from the date of delivery)

 Dimensions

 - 8.0mm Outer Diameter

 -  balloon capacity 30 ml

Features 

 - silicone-elastomer coated latex

 - needleless inflating and deflating port,

 - color coded for each size

Functionality:

a) Balloon Inflation and Deflation - should have no unexpected resistance upon inflation and deflation of fluid, no leaks 

observed in any part of the inflation and deflation system, as well as during increment of decrement of fluid inside the 

balloon.

b) Balloon - smooth, equally distributed inflation and deflation of balloon, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well as during prescribed period of use, resistant to distortion and 

untoward detachment upon inflation to bladder/cavity.

c) Catheter Shaft - tip should be atraumatic, smooth, firm but flexible. whole shaft must be smooth, can last for at 

least two (2) weeks without change in quality of the material, resistant to kinks, able to accommodate wire or guide for 

difficult insertions smoothly, no difficulty and leaks observed upon insertion of drainage bag, allow continuous and free-

flow of urine, no fast encrustation of the catheter lumen through material used.

d) Clysis Port - allow continuous and free-flow of fluids in and out of the port.

piece              520            165.00                85,800.00 

24

Catheter, 

Percutaneous 

Nephrostomy  

Fr. 10-10.5

Packaging

 - Sterile

 - Individually packaged

 - in see-through, peel-away pouch, set includes the following; 

Composition

 - Chiba access needle 

 - Trocar access needle

 - Fixed core J wire guide 0.038 inches x 150 cm 

 - Dilators (3) Fr. 6, 8, 10 

 - Percutaneous nephrostomy drainage  pigtail catheter Fr. 10-10.5, with large drainage holes, 

radiopaque shaft, hydrophillic coating, with graduation, markings

 - Connecting tube/adaptor from pigtail catheter to urine drainage bag

 - One-way stopcock 

 - Fixation device

FUNCTIONALITY:

a) Durability - should last duration of procedure and period of recommended usage, no untoward 

kinks, breakage of catheter noted

b) Catheter shaft - tip should be atraumatic, smooth, firm but flexible, whole shaft must be smooth, 

resistant to kinks, able to accommodate wire or guide for difficult insertions smoothly, no difficulty 

and leaks observe upon insertion of drainage bag

piece              100         6,600.00              660,000.00 
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25

Catheter, 

Percutaneous 

Nephrostomy  

Fr. 12 

Packaging

 - Sterile

 - Individually packaged

 - in see-through, peel-away pouch, set includes the following; 

Composition

 - Chiba access needle 

 - Trocar access needle

 - Fixed core J wire guide 0.038 inches x 150 cm 

 - Dilators (3) Fr. 6, 8, 10 

 - Percutaneous nephrostomy drainage  pigtail catheter Fr. 12, with large drainage holes, radiopaque 

shaft, hydrophillic coating, with graduation, markings

 - Connecting tube/adaptor from pigtail catheter to urine drainage bag

 - One-way stopcock 

 - Fixation device

FUNCTIONALITY:

a) Durability - should last duration of procedure and period of recommended usage, no untoward 

kinks, breakage of catheter noted

b) Catheter shaft - tip should be atraumatic, smooth, firm but flexible, whole shaft must be smooth, 

resistant to kinks, able to accommodate wire or guide for difficult insertions smoothly, no difficulty 

and leaks observe upon insertion of drainage bag

piece              150         6,600.00              990,000.00 

26

Catheter, 

Suprapubic Fr. 

16

Packaging

 - Sterile

 - see-through

 - peel-away pouch

 - individually packaged

 - with lot number, expiry date (at least 1 year from the date of delivery) 

Composition

 - fascial dilator  

 - pointed trocar

 - peel-away access sheath with guidewire

 - disposable surgical stainless steel blade# 11 with holder

 - catheter, Fr. 16, pure silicone with needleless inflating and deflating port,

 - color coded for size

 Functionality

a) Durability - should last duration of procedure and period of recommended usage, no untoward kinks, 

breakage of catheter noted

b) Balloon inflation and deflation -  should  have no unexpected resistance upon inflation and deflation of fluid, 

no leaks observed in any part of the inflation and deflation system, as well as during increment or decrement of 

fluid inside the balloon.

c) Balloon - smooth, equally distributed inflation and deflation, radiopaque when filled with dye, resistant to 

rupture upon inflation to recommended volume as well as during prescribed period of use, resistant to distortion 

and untoward detachment upon inflation to bladder/cavity

d) Catheter Shaft - tip  should be atraumatic  smooth, firm but flexible, whole shaft must be smooth, resistant to 

kinks, crusts, able to accommodate wire or guide for difficult insertions smoothly, no difficulty and leaks 

observed upon insertion of drainage bag.

set              150         3,300.00              495,000.00 
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27

Catheter, 

Ureteral Open tip 

Fr. 5

Packaging

 - Sterile

 - see-through

 - peel-away pouch

 - individually packaged

 - with lot number 

Composition 

 - Polyurethane ureteral catheter

Dimensions

 -  Fr. 5

 - 69-70cm length, 

Features

 - radiopaque

 - graduations in cm

 - includes luer lock adaptor 

 - with at least two side holes at distal tip

 Functionality: 

a) Durability - will last duration of procedure, usage

b) Ease of use - smooth passage through lumen, flexible without resulting to kinks, allows for 

passage of wires or fluids without untoward resistance

c) Identification – Color-coded distal end for ureteral identification; Red-right, Blue left.

d) Luer Lock Adaptor - can be secured on distal end of catheter tip, without resulting to inadvertent 

detachment, hence causing unsterility

e)Safety - atraumatic

piece                10         1,100.00                11,000.00 

28

Catheter Access, 

Ureteral Open 

tip, Dual Lumen 

Fr.10

Packaging

 - Sterile

 - see-through

 - peel-away pouch

 - individually packaged

 - with lot number 

Composition 

 - Polyurethane ureteral catheter

Dimensions

 - at least 50cm

Features

 - open tip, 

 - radiopaque

 - luer lock adaptor on both proximal tips

 Functionality: 

a) Durability - will last duration of procedure, usage

b) Ease of use - smooth passage through lumen, flexible without resulting to kinks, allows for 

passage of wires or fluids without untoward resistance

c) Identification – Color-coded distal end for ureteral identification; Red-right, Blue left.

d) Luer Lock Adaptor - can be secured on distal end of catheter tip, without resulting to inadvertent 

detachment, hence causing unsterility

e)Safety - atraumatic

piece                  7         1,100.00                  7,700.00 

29

Catheter, 

Ureteral Balloon 

dilatation  

Fr. 18 x 6 

diameter 

(uninflated)

Packaging

 - sterile

 - individuallly packaged components

 - peel - away packaging

 - with lot number

Dimensions 

- at least 6 cm total inflated balloon length; F 18 diameter 

Features 

 - latex free 

 - with radiopaque marker

 - inflation device with pressure gauge

 - quick locking mechanism

Functionality:

a) Durability - will last duration of procedure/use, abrasion and puncture resistant.

b) Ease of use - smooth passage through lumen, flexible without resulting to kinks, allows for 

passage of wires or fluids without untoward resistance.

c) Balloon - allows tightly wrapped insertion profile and low deflation profile.

piece                  5       16,500.00                82,500.00 
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30

Cautery Plate, 

infant, 

2.72 - 13.6 

kilogram. body 

weight

Packaging

- Usage: Single use

- Sterility: Non sterile

- Presentation: Individually packaged in foil

- Label: Lot number, expiry date  (at least 1 year from the date of delivery) 

Composition: 

Hydrogel with foam backing

Features

 - Latex-free

 - Pre-corded type

 - Fluid resistant

 - Split type/Split pad/dual conductor pad type for REM(return Electrode Monitoring) or its equivalent

 Functionality

a)Durability:  Cord must not detach from pad at any time during manipulation or use

                   Pad must not tear on any part at any time during manipulation or use 

b)Ease of use:  must provide strong adhesion, must not loosen or easily detach once applied to skin 

surface

                      must provide gentle removal after use

c)Safety: must provide adhesive borders to stop fluids from penetrating the pad border

               must be able to fill patient skin irregularities and minimize contact voids to improve the 

electrical conduction area

d)Interoperability: interoperable with existing machines/generators

                           with 2 prong plug fits most major brands of cautery machines/generators

piece                75         1,507.00              113,025.00 

31

Clip, Polymer 

Ligation System, 

Extra Large

Packaging

- Usage: Single use

- Sterility: Sterile

- Presentation: individually packaged, in see through, peel-away container

- Label: Lot number, expiry date (at least 1 year from the date of delivery) 

Dimensions

 - Extra Large

Features

 - Non-Absorbable polymer

 - color coded loading tray/clip holder, with lock

 Functionality:

a)Clip - must be inert, nonconductive, radiolucent and does not interfere with CT, MRI,or X-ray 

diagnostics

b)Lock - Locking mechanism provides tactile feedback and secure closure

c)Hinge - provides flexibility and resistance prior to engaging the lock 

d) Loading tray/clip holder - must not cause impedance when engaging with applier, can be secured 

to drape or table

 -  ( free use of 1 functional clip-specific laparoscopic/endoscopic appliers for every 200 clips)

piece              286         3,410.00              975,260.00 

32

Clip, Polymer 

Ligation System, 

Large 

Packaging

- Usage: Single use

- Sterility: Sterile

- Presentation: individually packaged, in see through, peel-away container

- Label: Lot number, expiry date (at least 1 year from the date of delivery) 

Dimensions

 - Large

Features

 - Non-Absorbable polymer

 - color coded loading tray/clip holder, with lock

 Functionality:

a)Clip - must be inert, nonconductive, radiolucent and does not interfere with CT, MRI,or X-ray 

diagnostics

b)Lock - Locking mechanism provides tactile feedback and secure closure

c)Hinge - provides flexibility and resistance prior to engaging the lock 

d) Loading tray/clip holder - must not cause impedance when engaging with applier, can be secured 

to drape or table

 -  ( free use of 1 functional clip-specific laparoscopic/endoscopic appliers for every 200 

clips)

piece              280         3,300.00              924,000.00 

33 DELETED
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34
Double J Stent 6 

x 24

Packaging 

 - Sterile

 - individually packaged

 - in see through, peel-away container

 -  with stickers for documentation

- Label: Lot number, expiry date (at least 1 year from the date of delivery) 

Composition

Ureteral Stent Material: thermoplastic copolymer composed of any of the following; 

Silicone/Polyurethane/Percuflex 

Stent Configuration/Coil Type:  double pigtail

Stent Set composed of the following:

1 - straight tip, hydrophilic, standard taper guidewire 0.035"- 0.038" x 145 - 150 cm, sterile

1 - push catheter with radiopaque band, sterile

1 - open end Stent Fr 6,  Polyurethane ureteral catheter, central opening  radiopaque, with graduations in cm, 

with luer lock enclosed

1 - Stent clamp, sterile

Features

 - latex-free

 - good for 1 year indwelling time

Functionality:

a)Durability - will last duration of procedure, recommended usage without breakage, deformity, accordion effect

b)Ease of use - smooth passage through lumen, firm but flexible, without resulting to kinks, allows for passage 

of wires or fluids without untoward resistance

c)Identification - radiopaque stent, with graduations in cm

d)Coil Retention - pigtails retain shape after manipulation, prevents spontaneous upward or downward migration 

of stents after placement, wire insertion

e)Indwelling Time - must provide valid certification from principal that stent is good for 1 year once used.

set          1,010         4,950.00          4,999,500.00 

35
Drain, Penrose 

1/4"

Packaging 

 - Sterile

 - individually packaged

 - in see through, peel-away container

Composition

 Sterile, individually packaged, in see through, peel-away pouch

Material: Latex

Diameter Inches: 0.25 in

Length Inches: 18 in

Functionality:

a)Durability - will last duration of procedure, recommended usage without breakage. Uniform wall 

thickness over entire length

b)Identification - radiopaque

c)Structure - low memory effect

piece              300              55.00                16,500.00 

36
Drain, Penrose 

1/2"

Packaging 

 - Sterile

 - individually packaged

 - in see through, peel-away container

Composition

Material: Latex

Diameter Inches: 0.50 in

Length Inches: 18 in

Functionality:

a)Durability - will last duration of procedure, recommended usage without breakage. Uniform wall 

thickness over entire length

b)Identification -radiopaque

c)Structure - low memory effect

piece              200              55.00                11,000.00 

37
Drain, Penrose 

1"

Packaging 

 - Sterile

 - individually packaged

 - in see through, peel-away container

Composition

Material: Latex

Diameter Inches: 0.50 in

Length Inches: 18 in

Functionality:

a)Durability - will last duration of procedure, recommended usage without breakage. Uniform wall 

thickness over entire length

b)Identification -radiopaque

c)Structure - low memory effect

piece              100            104.50                10,450.00 
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38
Guidewire, 

Angled  tip

 Packaging

 - sterile

 - see-through peel-away packaging

 - with lot number, expiry date (at least 1 year from the date of delivery) 

Features

 - Flexible Guidewire

 Dimensions:  - 0.038" x 145-150cm length, 

 Core material: super elastic nitinol

 Coating Type: PTFE coating

 Tip: angled tip, 3mm angled tip

Functionality:

a)Durability - kink resistant, peel resistant

b)Ease of Use - allows smooth passage and exchange between catheters, cannula, and tissue 

c)Identification - radiopaque

piece              240         6,050.00          1,452,000.00 

39

Guidewire, 

Sensor - type 

5cm floppy tip 

hydrophillic 

coated, 

0.038mm x 

150cm

 Packaging

 - sterile

 - see-through peel-away packaging

 - with lot number, expiry date (at least 1 year from the date of delivery) 

Features

 - Flexible Guidewire

 Dimensions:  -0.038" x 145-150cm length, 

 Core material: nitinol core, stainless steel

 Coating Type: PTFE coating

 Tip: hydrophilic, 3cm

Functionality:

a)Durability - kink resistant, peel resistant

b)Ease of Use - allows smooth passage and exchange between catheters, cannula, and tissue 

c)Identification - radiopaque

piece                60         5,500.00              330,000.00 

40
Guidewire, 

straight-tip 

 Packaging

 - sterile

 - see-through peel-away packaging

 - with lot number, expiry date (at least 1 years from the date of delivery) 

Features

 - Core material: nitinol core

 - Coating Type: PTFE coating, blue and white strip

 Dimensions: 

 - 0.038" x 150cm length, 

 - Tip: platinum distal tip, straight tip, 3cm

Functionality:

a)Durability - kink resistant, peel resistant

b)Ease of Use - allows smooth passage and exchange between catheters, cannula, and tissue 

c)Identification - radiopaque

piece              500         1,980.00              990,000.00 

41
Guidewire, Ultra 

stiff

Packaging

 - sterile

 - see-through peel-away packaging

 - with lot number, expiry date (at least 1 year from the date of delivery) 

Features

 - Flexible Guidewire

 Dimensions:  - 0.038" x 140-150cm length, 

 Core material: stainless steel, movable core

 Coating Type: PTFE coating

 Tip: straight tip, 3mm

Functionality:

a)Durability - kink resistant, peel resistant

b)Ease of Use - allows smooth passage and exchange between catheters, cannula, and tissue 

c)Identification - radiopaque

piece                50         5,500.00              275,000.00 
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42

Mesh, Partially 

Absorbable 6" x 

6"

 Packaging

 - sterile

 - see-through peel-away packaging

 - with lot number, expiry date (at least 1 year from the date of delivery) 

Dimensions

 6 x 6 inches

Composition

absorbable poliglecaprone-25 monofilament fiber and non-absorbable polypropylene monofilament 

fiber

knitted mesh

Functionality

 - must be durable

 - must not cause tissue intolerance / no tissue rejection

 - with good flexibility and memory

 - must not promote migration

 - must promote stability

 - with pervious pores

 - must be non-carcinogenic

 - should resist shrinkage

 - should have the ability to degrade itself over time

 - minimal adhesion formation

 - should bear excellent tissue in growth with minimal shrinkage

 - must promote minimal pain

 - should not change compliance of abdominal wall

 - should have elasticity in more than one dimension

 - should possess the quality of adhesiveness

piece                10         6,600.00                66,000.00 

43

Mesh, Partially 

Absorbable 3" x 

6"

Packaging

 - sterile

 - individually packaged

 - peel-away packaging

 - with lot number, expiry date (at least 1 year from the date of delivery) 

Dimensions

 - 3 inches x 6 inches

Composition

 - absorbable poliglecaprone-25 monofilament fiber and non-absorbable polypropylene monofilament 

fiber

Features

 - knitted mesh

Functionality

 - must be durable

 - must not cause tissue intolerance / no tissue rejection

 - with good flexibility and memory

 - must not promote migration

 - must promote stability

 - with pervious pores

 - must be non-carcinogenic

 - should resist shrinkage

 - should have the ability to degrade itself over time

 - minimal adhesion formation

 - should bear excellent tissue in growth with minimal shrinkage

 - must promote minimal pain

 - should not change compliance of abdominal wall

 - should have elasticity in more than one dimension

 - should possess the quality of adhesiveness

piece                24         4,400.00              105,600.00 
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44

Needle, 

Percutaneous 

Access (chiba 

needle) with 

echogenic tip

Packaging:

 - sterile

 - individually packaged

 - in see-through, peel-away packaging

 - with lot number, expiry date (at least 1 year from the date of delivery)

Dimensions:

 - G.18 x 20 cm

Features:

 - triple bevel tip

 - with fitted arrangement of stylet and cannula hubs provides proper needle bevel orientation

 - 2 piece set composed of: inner sheath, outer cannula with Luer lock connection

 - with echogenic tip to enhance ultrasound visualization

Functionality:

a)Durability - should last duration of procedure, must be flexible, steerable without bending 

untowardly

b)Ease of Use - easily admits proper size of guidewires, does not cause damage to guidewire when 

pulling out.

c)visualization - needle tip must be visible during ultrasound use

piece              120         1,980.00              237,600.00 

45

Endoscopic 

Grasper 

5mm, 25-32cm 

(pedia) 

 Packaging:

 - Usage: single use

 - Sterility: sterile, individually packaged

 - Presentation: withl see-through, peel-away packaging

 - Label: lot number, expiry date, manufacturer reference number 

Specifications:

Composition

Jaws - atraumatic jaw

 - double action jaws

Handle

 - rotating

 - ratcheted, locking ON/OFF capability

 - with monopolar electrosurgery potential

Functionality:

a)it must have no rough or sharp edges other than those required by the pattern of the instruments.

b)All surfaces must be free from pores, crevices and grinding marks.

c)The action of the grasper must be smooth.

d)Where a box or screw joint is included in the design of the instrument, it must not allow for movement at the 

joint in opposition to the action of the instrument.

e)Where an instrument includes jaws, the jaws must close in apposition.

f)Where the instrument includes toothed jaws, there must be no gaps in the teeth section when the jaws are 

closed, other than those required by the pattern of the instrument.

g)Where the design of an instrument includes teeth or blades, they must not grate or catch during use or when 

closing the instrument.

h)Where a ratchet is included in the design of an instrument, the ratchet must be able to be clamped and 

unclamped with one hand.

i)Should have  good insulation on shaft, lining should not easily peel-off upon recommended use

piece                  8         4,400.00                35,200.00 
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46

Endoscopic 

rotating clip 

5mm (pedia) 

 Packaging:

 - Usage: single use

 - Sterility: sterile, individually packaged

 - Presentation: with see-through, peel-away packaging

 - Label: lot number, expiry date, manufacturer reference number 

Specifications:

Composition 

- multi clip applier

Handle

 - free rotating

 - clip quantity: 12 - 15  titanium clips 

 - must have indicator for clips fired, either through a counter or a visible loading system

 - clip size: 3.5 mm - 3.6 mm when open(U-shaped), 8 mm - 8.8 mm when closed

Functionality:

a)it must have no rough or sharp edges other than those required by the pattern of the instruments.

b)All surfaces must be free from pores, crevices and grinding marks.

c)The action of the instrument must be smooth.

d)Where an instrument includes jaws, the jaws must close in apposition.

e)Where the design of an instrument includes teeth or blades, they must not grate or catch during 

use or when closing the instrument.

f)Clip applied must not twist during application, upon recommended use 

g)clip should be non magnetic

piece                10       13,200.00              132,000.00 

47
Urostomy Bag 

Two Piece set 

 Packaging:

 - Usage: single use

 - Sterility: sterile, individually packaged

 - Presentation: with see-through, peel-away packaging , or similar secure packaging

 - Label: lot number, expiry date: at least 1 year from the date of delivery or replacement of the 

expired items with similar items with expiry good for one (1) year

Dimensions: range to 45 mm-50 mm

Composition:

 - one (1) pack per pair (bag and plate flange with connector if needed)

Features:

 - with adhesive base plate and replaceable bag 

- with anti - reflux mechanism and drainage port mechanism compatible with urine drainage bag 

 Functionality

a)Durability - must last duration of procedure without tear, upon proper manipulatiion

b)Ease of Use - plate/flange must adhere to the skin easily; bag must attach to plate smoothly

c)Safety - with hypoallergenic components on appliance

piece              250            500.00              125,000.00 

     20,086,815.00 

Signature

Address Tel. No. Printed Name and Designation

Printed Name of Company Date

TOTAL
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